Thermoelectric Properties of Novel Layered Transition-Metal Compounds by Diao, Zhenyu
Louisiana State University
LSU Digital Commons
LSU Doctoral Dissertations Graduate School
2016
Thermoelectric Properties of Novel Layered
Transition-Metal Compounds
Zhenyu Diao
Louisiana State University and Agricultural and Mechanical College, zdiao1@lsu.edu
Follow this and additional works at: https://digitalcommons.lsu.edu/gradschool_dissertations
Part of the Physical Sciences and Mathematics Commons
This Dissertation is brought to you for free and open access by the Graduate School at LSU Digital Commons. It has been accepted for inclusion in
LSU Doctoral Dissertations by an authorized graduate school editor of LSU Digital Commons. For more information, please contactgradetd@lsu.edu.
Recommended Citation


















Submitted to the Graduate Faculty of the 
Louisiana State University and 
Agricultural and Mechanical College 
in partial fulfillment of the 
requirements for the degree of 
























B.S., University of Science and Technology of China, 2008 





 I wish to express my sincere gratitude to my advisor, Dr. Rongying Jin who provides me 
with the opportunity to study science and fundamental research in condensed matter physics. I 
wish to thank her for the scientific insight and endlessly help throughout my Ph.D. study. I also 
feel grateful for her mental guidance and for her willingness to develop me to be professional.  I 
greatly benefit from not only the scientific instructions but also the mental help to assist me to 
finish my dissertation. 
 I would like to send my thanks to my committee members: Dr. Ward Plummer, Dr. Jiandi 
Zhang, Dr. David Young, and Dr. Suniti Karunatillake for their reviews and suggestions to my 
dissertation. 
 I feel grateful to our big group led by Dr. Plummer, Dr. Zhang and Dr. Jin. I benefit a lot 
from the journal club and the discussions among the group members. I also wish to send my 
thanks to all my colleagues: Amar B. Karki, Biao Hu, Jiayun Pan, Guixin Cao, Chetan Dhital, 
Silu Huang, Guorong Li, Chen Chen, Fangyang Liu, Lina Chen, Hangwen Guo, Jisun Kim, 
Zhenyu Zhang, Yifan Yang, Mohammad Sahgayezhian, Joel Taylor, Gaomin Wang, Weimei Xie. 
 I wish to acknowledge my collaborators at LSU: Dr. Shane Stadler, Ahmad Ikhwan Us 
Saleheen for powder X-ray diffraction and high temperature magnetic property measurement 
using SQUID; Nele Muttik for WDS measurement; Dr. Cao and Dr. Wu for EDX measurement; 
Dr.William Phelan for single crystal XRD. Also I would like to thank my collaborators in Oak 
Ridge National Lab: Dr. H.N. Lee and Dr. M. Chisholm for the thin film growth and 
characterizations, Huibo Cao and Qiang Zhang for single crystal neutron scattering measurement 
and data analysis. 
iii 
 
 At last, I would like to express my most heartfelt gratitude to my family members, for 


















Table of Contents 
Acknowledgements ......................................................................................................................... ii 
List of Tables ................................................................................................................................. vi 
List of Figures ............................................................................................................................... vii 
Abstract ......................................................................................................................................... xii 
 Introduction .................................................................................................................... 1 Chapter 1
1.1 Fundamentals of Thermoelectricity ................................................................................. 1 
1.2 Traditional Thermoelectric Materials .............................................................................. 4 
1.3 New Types Thermoelectric Materials with Low Dimensionality ................................... 7 
1.4 Layered Cobaltates with Natural Superlattice Structures ................................................ 8 
1.5 Delafossite Type Cobaltite PdCoO2 .............................................................................. 14 
1.6 Layered Perovskite Ruddleden-Popper Compounds ..................................................... 15 
1.7 Layered Mn-based Compounds ..................................................................................... 19 
 Experimental Techniques and Analytical Procedures .................................................. 23 Chapter 2
2.1 Synthesis of Compounds ............................................................................................... 23 
2.1.1 Solid State Reaction ............................................................................................... 23 
2.1.2 Metathetical Reaction ............................................................................................ 25 
2.1.3 Combustion Synthesis ........................................................................................... 26 
2.1.4 Flux Method........................................................................................................... 27 
2.1.5 Floating-zone Method ............................................................................................ 28 
2.2 Structural Characterization ............................................................................................ 31 
2.2.1 X-Ray Powder Diffraction ..................................................................................... 31 
2.3 Single Crystal Neutron Scattering ................................................................................. 37 
2.4 Electrical and Thermal Transport .................................................................................. 38 
2.5 Hall Effect Measurement. .............................................................................................. 46 
2.6 Magnetic Properties Measurement. ............................................................................... 48 
 Thermoelectric Properties of Bi2Sr2Co2Oy Thin Films and Single Crystals ................ 51 Chapter 3
3.1 Background.................................................................................................................... 51 
3.2 Bi2Sr2Co2O9 Single Crystals and Thin Films: Synthesis and Structures ....................... 53 
3.3 Thermoelectric Properties of Bi2Sr2Co2O9 Single Crystals and Thin Films ................. 55 
 Synthesis, Structure and Electrical Properties of PdCoO2 ........................................... 64 Chapter 4
4.1 Crystal Structure of PdCoO2 ......................................................................................... 64 
4.2 Electrical Resistivity of PdCoO2 ................................................................................... 65 
 Thermoelectric Properties of Sr3(Ru1-xMnx)2O7 Single Crystals ................................. 67 Chapter 5
5.1 Effect of Mn Doping in Sr3(Ru1-xMnx)2O7 .................................................................... 67 
5.2 Thermoelectric properties of Sr3(Ru1-xMnx)2O7 Single Crystals ................................... 68 
 Magnetic, Electrical and Thermal Properties of BaMn2Sb2 ......................................... 72 Chapter 6
v 
 
6.1 Synthesis and Structure ................................................................................................. 72 
6.2 Thermoelectric Properties of BaMn2Sb2 Single Crystal ............................................... 74 
6.3 Magnetic Properties of BaMn2Sb2 Single Crystal ......................................................... 77 
6.4 Single Crystal Neutron Scattering Measurement of BaMn2Sb2 .................................... 79 
 Magnetic, Electrical and Thermal Transport of Ba2Mn3Sb2O2 Single Crystal ............ 85 Chapter 7
7.1 Synthesis and Structure of Ba2Mn3Sb2O2...................................................................... 86 
7.2 Thermoelectric Properties of Ba2Mn3Sb2O2 Single Crystal .......................................... 87 
7.3 Magnetic Properties of Ba2Mn3Sb2O2 Single Crystal ................................................... 90 
7.4 Neutron Scattering Measurement of Ba2Mn3Sb2O2 Single Crystal .............................. 92 
 Summary ...................................................................................................................... 98 Chapter 8
References ................................................................................................................................... 100 


















List of Tables 
Table 1-1 The obtained Seebeck coefficient Q in different cases of spin states 
(x=0.5).
21
 ........................................................................................................... 11 
Table 4-1 Crystal structures of PdCoO2 with the space group Trigonal, R-3m1 
(Hexagonal) at 293K determined by single crystal X-ray diffraction. 
The lattice parameters are a = b = 2.8303(3) Å and c = 17.753(2) Å. 
R = 0.031, wR = 0.082. .................................................................................... 64 
Table 6-1 Crystal structures of BaMn2Sb2 with the space group I4/mmm (no. 
139) at 6K determined by single crystal neutron scattering at HB-
3A. The lattice parameters are a = b = 4.393(7) Å and c = 13.84(3) 
Å. RF2 = 8.70, RF2w = 9.94, RF = 4.98, χ
2
 = 1.27. ......................................... 81 
Table 7-2 Crystal structures of Ba2Mn3Sb2O2 with the space group I4/mmm 
(no. 139) at 100 K determined by single crystal neutron scattering 
at HB-3A. The lattice parameters are a = b = 4.367 Å and c = 20.78. 
Å. RF = 5.98. χ
2


















List of Figures 
Figure 1-1 Schematic illustrations of thermoelectric power generation 
(Seebeck Effect) (a) and refrigeration (Peltier Effect) (b). P and N 
represent the p type and n type carriers, respectively. ........................................ 3 
Figure 1-2 Dependence of Seebeck coefficient (S), electrical conductivity (σ), 
electronic thermal conductivity (κe), lattice thermal conductivity 
(κL) and figure of merit on carrier concentration.
4
 ............................................. 6 
Figure 1-3 Schematic lattice structures of cobalt-based oxides: NaCo2O4, 
Ca3Co4O9, Bi2Sr2Co2O9. ..................................................................................... 9 





The numbers in the frame represent the degeneracy of each state.
21
 ............... 10 
Figure 1-5 (a) Schematic picture of the crystal structure of PdCoO2. (b) 
Calculated Seebeck coefficient in PdCoO2 and PtCoO2, using 
Boltzmann Transport Calculations. Picture extracted from Ong et. 
al.
45
 .................................................................................................................... 15 
Figure 1-6 Schematic crystal structures for Sr2RuO4 (n = 1), Sr3Ru2O7 (n = 2), 
Sr4Ru3O10 (n = 3) and SrRuO3 (n = ∞). ........................................................... 17 
Figure 1-7 Schematic picture of crystal structure of Sr3Ru2O7. The arrows 
indicate the rotations of the octahedra around the c axis, in response 
to the compression of RuO(3) planes by the large difference of 
ionic radii of Ru compared to Sr. Picture extracted from Shaked et. 
al.
61
 .................................................................................................................... 18 
Figure 1-8 Crystal fields for d orbitals in cubic, dodecahedral, tetrahedral and 
octahedral coordinates. ..................................................................................... 19 
Figure 1-9 High spin and low spin states for Mn4+ and Mn3+ ions with 
degeneracy. ....................................................................................................... 20 
Figure 1-10 Schematic crystal structure of (a) BaMn2Sb2 and (b) Ba2Mn3Sb2O2. ............... 21 
Figure 2-1 (a) The setup for a seal quartz tube with a crucible. The top is being 
pumping when the middle neck part is sealed. (b) A typical crystal 
of PdCoO2 grown by the metathetical reaction. ............................................... 25 
Figure 2-2 BaMn2Sb2 crystals grown by the Sn flux method. Natural layered 
structure can be observed. ................................................................................ 28 
Figure 2-3  Picture of the imaging furnace for floating zone method to grow 
single crystals. Two halogen lamps are mounted (not shown) at the 
viii 
 
two focal points of the elliptical mirror that are coated with Au 
layer for maximum reflection of the lights emitting from the lamps. 
The heating area will be around 5 mm × 5 mm that forming a 
floating melting zone between the upper feed rod and the lower 
seed rod. A camera monitors the growth condition. ......................................... 29 
Figure 2-4 Grown crystal of (a) Bi2Sr2Co2O9-δ and (b) Sr3(Ru1-xMnx)2O7, the 
crystal will be polished and cleaved. ................................................................ 30 
Figure 2-5 Picture of the Panalytical Empyrean X-ray Diffractometer with the 
sample stage for powders installed. .................................................................. 35 
Figure 2-6 Four-Circle diffractometer for HB-3A at Oak Ridge National Lab. 
Picture adapted from website: https://neutrons.ornl.gov/hb3a. ........................ 37 
Figure 2-7 Schematic demonstration of the four-probe method for electrical 
resistivity measurements. L, W, and T denote the length between 
voltage probes, width and thickness of a sample, respectively. 
A=W*T is the cross section area. ..................................................................... 39 
Figure 2-8 (a) Schematic demonstration of thermal transport measurement of a 
sample. A heat pulse Q created by a heater shoe conducts along the 
sample. The temperatures and voltages at hot region (TH, V+) and 
cold region (TL, V-) are measured. (b) A standard sample puck for 
thermal transport measurement, provided by Quantum Design. A 
standard nickel sample is installed. .................................................................. 41 
Figure 2-9 Responses of temperature and voltage at hot and cold region in an 
idealized sample when the heater is turned on and off. The top 
panel shows the response of hot and cold thermometers during an 
idealized heat pulse; the middle panel shows the temperature and 
voltage difference between hot and cold region. The bottom panel 
shows a square-wave heat pulse. ...................................................................... 42 
Figure 2-10 The temperature dependence of a heater (a) and a thermometer (b) 
determined by the calibration process. ............................................................. 44 
Figure 2-11 Thermal conductivity (a) and Seebeck coefficient (b) measurement 
of a Nickel standard sample is shown, respectively. ........................................ 45 
Figure 2-12 An example of fitting process during thermal transport 
measurement (provided by Quantum Design). The yellow line 
represents a heat pulse. The time traces of ΔT, along with the fitted 
curve are displayed. .......................................................................................... 45 
Figure 2-13 (a) Schematic picture showing the setup for measuring Hall Effect. 
(b) Demonstration of the horizontal offset of Hall voltage 
measurement. .................................................................................................... 48 
ix 
 
Figure 2-14 Diagram of a DC SQUID. Two superconducting regions are 
separated by insulating layers (black). ............................................................. 50 
Figure 3-1 (a) Schematic crystallographic structure of Bi2Sr2Co2O9; (b-c) XRD 
patterns of the Bi2Sr2Co2Oy films on Al2O3 grown at 750 C (b) and 
625 C (c), respectively; (d) TEM image of film grown on Al2O3 
substrate at 750 C; (e) XRD pattern of a grounded Bi2Sr2Co2Oy 
crystal. Inset is the grown crystal by floating zone method. ............................ 55 
Figure 3-2 Temperture dependence of electrical resistivity (a) and thermpower 
(b) of the films grown at 625, 650, 675, 700, 750 C, respectively; 
(c-d) are temperature dependence of resistivity (c) and Seebeck 
coefficient (d) of the as-grown and Ar-annealed single crystal 
samples. ............................................................................................................ 58 
Figure 3-3 (a) Temperature dependence of carrier concentration n deduced 
from Hall coefficient for as-grown and annealed crystals, and films 
grown at 625 C, 650 C, 675 C, and 750 C; (b) Electrical 
resistivity versus carrier concentration at T = 300 K; (c) The 
growth temperature dependence of thermpower and electrical 
resistivity of films at 300 K; (d) The power factor of films and 
crystals compared to reported results from samples with various 
forms (whiskers Ref.a,b 
85, 86
, films Ref.c, d 
77, 78
, single crystals 
Ref.e
29
, and polycrystal Ref.f
30
). ...................................................................... 60 
Figure 3-4 The temperature dependence of thermal conductivity (a) and figure 
of merit ZT (b) of as-grown and annealed single crystals.  The ZT 
of the film grown at 700 C is estimated using thermal conductivity 
shown in (a). ..................................................................................................... 62 
Figure 4-1 (a) Crystal structure of PdCoO2. (b) XRD pattern of the PdCoO2 
single crystal. .................................................................................................... 64 
Figure 4-2 Electrical resistivity measurements of (a) samples #1, 2, and 3 
along ab plane, (b) samples #3 along ab plane, (c) samples #4, and 
5 along c axis and (d) sample #4 along c axis. The inset in (b) and 
(d) is the enlarged result from 0 to 50 K........................................................... 65 
Figure 5-1 (a) Schematic picture of Sr3Ru2O7, RuO6 are connected to its 
neighbor by corner sharing. (b) Selective picture of grown Sr3(Ru1-
xMnx)2O7, the ruler scale shown is 1 cm. (c) XRD result of the 
single crystal piece of Sr3(Ru1-xMnx)2O7. The index labeled is based 
on the standard pattern for Sr3Ru2O7. ............................................................... 67 
Figure 5-2 (a) The temperature dependence of ab plane electrical resistivity of 
Sr3(Ru1-xMnx)2O7 with different doping levels. The x = 0.025 is 





Temperature dependence of Seebeck coefficient, thermal 
conductivity and figure of merit ZT for Sr3(Ru1-xMnx)2O7 with x = 
0.025, 0.06 and 0.16. ........................................................................................ 69 





and ∞53 at 300 K. ............................................................................................. 71 
Figure 6-1 WDS result of the compound BaMn2Sb2. Different colors represent 
the collecting data point by different crystal detectors. They are LIF 
(blue), TAF (magenta), and PETH (green), respectively. The 
electronic core levels of the element Ba, Mn, Sb are labeled. .......................... 74 
Figure 6-2 XRD result of powder crushed from BaMn2Sb2 crystal at room 
temperature. The standard pattern is also shown for comparison. ................... 75 
Figure 6-3 Thermal conductivity (a) and Seebeck coefficient (b) of BaMn2Sb2 
measured from 30 K to 380 K. ......................................................................... 76 
Figure 6-4 (a) Ab plane resistivity of BaMn2Sb2 measured from 5 K to 390 K. 
(b) σ versus inverse temperature with fitting in the ranges from 390 
K to 100 K. The red solid lines are fitted to σ = σ0 + Bexp(-Δ/2kBT). 
(c) At low temperatures, the resistivity is fitted by ρ = AlnT + B. ................... 77 
Figure 6-5 (a) Temperature dependence of magnetization M measured at 1000 
Oe. Along ab plane, the measurement was done from 2 to 700 K 
while along c axis the temperature was from 2 K to 400 K. The 
inset shows the magnetic susceptibility along ab plane from 350 K 
to 700 K. (b) Magnetization M versus applied magnetic field H 
isotherm measured at 2 K. ................................................................................ 78 
Figure 6-6 Measurements of the (a) (1 1 0), (b) (1 0 1), (c) (0 0 2) and (d) (3 1 
0) reflections at different temperatures. The peaks are fitted by the 
sum of two Gaussian peaks that correspond to two possible single 
crystal domains. ................................................................................................ 80 
Figure 6-7 (a) Magnetic structure of BaMn2Sb2 obtained by refinement using 
FULLPROF package. (b) The temperature dependence of order 
parameter from 6 K to 760 K. The red solid line is the fitting of 
μ(T)=μ0(1-T/TN)
β
. ............................................................................................. 82 
Figure 6-8 The temperature dependence of heat capacity for BaMn2Sb2 from 2 
K to 300 K. Inset shows C(T)/T versus T
2
 data below 5 K and 
linear fit by the expression C/T=βT
2
. ............................................................... 83 
Figure 7-1 (a) Schematic picture of the crystal structure of the AE2Mn3Pn2O2 
(AE =Ba, Sr, Pn = As, Sb) compound. (b) Grown crystal of 
Ba2Mn3Sb2O2. (c) XRD result of plate-like single crystal. The 
peaks are labeled with c axis diffractions of Ba2Mn3Sb2O2. ............................ 87 
xi 
 
Figure 7-2 The electrical resistivity measurement of Ba2Mn3Sb2O2 from 2 K to 
390 K. The inset is the enlarged picture from 2 K to 20 K. ............................. 89 
Figure 7-3 (a) Seebeck coefficient and (b) thermal conductivity measurement 
of the Ba2Mn3Sb2O2 crystal from 390 K to 2 K. .............................................. 90 
Figure 7-4 (a) Magnetic susceptibility measurement of the Ba2Mn3Sb2O2 
crystal. (b) The magnetization versus field along ab plane. (c) 1/χ 
versus temperature. The fitting from 100 K to 300 K gives 
1/χ=57.17(7) + 0.2184(3)T. .............................................................................. 91 
Figure 7-5 (a)(c)(d) Measurement of (1 0 1) (1 0 3) (1 0 5) reflections at 6 K, 
100 K and 350 K with the magnetic propagation vector (0, 0, 0). (b) 
Magnetic order parameter for (1 0 1), fitted by I = I0(T – TN)
β
. ....................... 93 
Figure 7-6 (a)(b)(c) Magnetic reflections for (1 0 1), (1 0 3) and (1 0 5) with 
magnetic propagation vector (0.5, 0.5, 0) at 6 K and 100 K, 
respectively. (d) Magnetic order parameter for (0.5, 0.5, 0) with 
propagation vector (0.5, 0.5, 0). ....................................................................... 94 
Figure 7-7 Demonstration of determined magnetic structure of (a) Mn(2) 
















This dissertation is designed to search for new good thermoelectric materials. 
Considering that both the low dimensionality and high spin entropy are in favor of thermoelectric 
performance, we focused on several layered transition-metal compounds including Bi2Sr2Co2O9-δ, 
Sr3(Ru1-xMnx)2O7, BaMn2Sb2 and Ba2Mn3Sb2O2. By investigating their structural, electrical and 
thermal transport, and magnetic properties, we discuss the relationship between structure, 
thermoelectric, and magnetic properties in these materials. 
For Bi2Sr2Co2O9-δ, both single crystal and thin film forms were studied. Among all films, 
the film grown 675 ℃ has the best power factor (S2/ρ, where S is Seebeck coefficient and ρ is 
electrical resistivity), which is also much higher than those of single crystals. By annealing single 
crystal in Ar-atmosphere, S was enhanced while ρ was increased. Together with the almost 
unchanged thermal conductivity (κ), figure of merit ZT (Z=S
2
/ρκ) of the annealed single crystal 
becomes smaller.  
For Sr3(Ru1-xMnx)2O7, Mn doping causes metal-insulator transition with much higher ρ. 
On the other hand, S is found to be slightly enhanced, possibly caused by the improvement of 
symmetry and increase of degeneracy of Ru by reduction of rotation angle of RuO6-octahedra 
upon Mn doping.  Although Mn doping decreases ZT, the dramatic change of ρ with almost 
unchanged S provides another route to achieve high ZT.  
S of BaMn2Sb2 is relatively small with twice sign changes, due to coexistence of both 
types of carriers. Both ρ and κ decrease with increasing temperature. With no structural transition 
observed from 6 K to 780 K in the single crystal neutron scattering measurement, BaMn2Sb2 is 
found to be a G type antiferromagnet (TN = 443 K) with easy axis along c direction. Obtained β 
xiii 
 
is 0.34 (1) which is consistent with 3D Ising model, indicating 3D magnetic structure in the 
layered crystal structure. 
Compared to layered BaMn2Sb2, Ba2Mn3Sb2O2 has another Mn-O layer in addition to 
alternative Ba layer and Mn-Sb layer. S also changes sign twice. In contrast to BaMn2Sb2, ρ and 
κ has opposite trend with much smaller magnitudes. From single crystal neutron scattering 
measurement, Ba2Mn3Sb2O2 is found to have two spin sublattice. Mn(2) (Mn-Sb) exhibits G-
type antiferromagnetism with TN = 314 K while Mn(1) (Mn-O) has a new magnetic ordering 







 Introduction Chapter 1
1.1 Fundamentals of Thermoelectricity 
Energy crisis has been a critical issue for long time. The energy need is increasing over 
year and year. However, over two-thirds of used energy is lost as waste heat.
1
 Likewise, the 
global climate change due to the combustion of fossil fuels to satisfy energy demand is becoming 
impending. Renewable energy has been proposed to provide electricity needs and to slash the 
greenhouse pollution coming from fossil fuel consumption. Using thermoelectric materials to 
convert waste heat from home heating, automotive exhaust and industrial process into electricity 
is one way for energy recycling. The thermoelectric generators are silent and reliable solid-state 
devices without moving parts. They are environment friendly without the production of 
deleterious waste. They are also scalable and thus suitable for small, distributed power 
generation. For example, the automotive industry is developing the thermoelectric generators 
using waste heat from engines, exhaust systems and radiators. Moreover, some novel 
applications have been proposed, including biothermal batteries to power heart pacemaker and 
radioisotope thermoelectric power generator for deep-space probes.  Similarly, the thermoelectric 
materials could be used as Peltier coolers to replace the compression-based refrigeration. They 
are quite suitable for the small scale, localized cooling of small components, such as computer 
processors, electronic devices and infrared detectors.  
A thermoelectric generator is based on Seebeck effect that voltage difference generates 
between two dissimilar materials with the presence of a temperature gradient. It can be described 
as  
S = ΔV/ΔT                                                                    1.1 
2 
 
where S refers to the Seebeck coefficient or Seebeck coefficient; ΔV and ΔT denote the voltage 
and temperature difference, respectively. The route to generate electricity by utilizing heat source 
is as shown in Figure 1-1 (a). The heat source creates a temperature gradient that drives both 
types of charge carriers to diffuse from the hot side to the cold side, resulting in electrical current 
I in the circuit. This can be understood as followings. Fermi-Dirac distribution f(E, T) = 
1
𝑒(𝐸−𝜇)/𝑘𝐵𝑇+1
 describes the number of carriers as a function of energy levels and temperature. At 
higher temperatures, the carriers would have higher concentrations above Fermi energy, 
establishing a concentration gradient along temperature gradient. Moreover, electrons at higher 
temperatures would have larger momentum. The higher concentration and larger momentum at 
higher temperatures lead to the diffusion of carriers from high temperature region to low 
temperature region. As holes in the left and electrons flow from the hot side to cold side, 
electrical current is generated in the circuit. Conversely, heat flow accompanies with the 
electrical current which can be described as Q = ΠI, where Q and I are the heat flow and the 
electrical current, and Π denotes the Peltier coefficient. As shown in Figure 1-1 (b), an 
anticlockwise current flows in the circuit. Both holes in the left and electrons in the right flow 
from upper junction to the lower junction, generating two heat flow from upper to lower 
junctions. Hence the upper junction is cooled while the lower junction is heated. The heat sink 
helps to release the heat. For all non-magnetic materials in the absence of an externally applied 
magnetic field, the Seebeck coefficient and Peltier coefficient are related by the second Thomson 
relation. 





Figure 1-1 Schematic illustrations of thermoelectric power generation (Seebeck Effect) (a) 
and refrigeration (Peltier Effect) (b). P and N represent the p type and n type carriers, 
respectively. 
The efficiency of a thermoelectric device depends on system parameters, such as the 
applied voltage or load resistance, hot and cold side temperatures, and the length and area of the 
thermoelectric parts. We can study the intrinsic thermoelectric properties of thermoelectric 
materials to improve the performance of thermoelectric devices. In the most simplified cases, the 
efficiency of a single thermoelectric element can be obtained in terms of only intrinsic variables 
















}                                                   1.3                                                                                        
where 𝑇𝐻   and 𝑇𝐶  are the temperatures at hot and cold sides, 𝑇𝑀  is the average temperature,   
𝑇𝐻−𝑇𝐶
𝑇𝐻




Z=S2σ/κ                                                        1.4 
where σ is the electrical conductivity and κ represents the thermal conductivity. ZTM is called 
figure of merit which determines the efficiency of a thermoelectric generator with the fixed 
















}                                                   1.5                                           
Obviously, both efficiencies depend on the figure of merit ZT. When ZT approaches infinity, the 
efficiencies can reach the ideal Carnot efficiency. In order to obtain high efficiency, higher value 
of ZT is required which requires larger Seebeck coefficient and electrical conductivity but lower 
thermal conductivity.  
1.2 Traditional Thermoelectric Materials 
Traditional thermoelectric materials are usually bulk semiconductors. The electronic 
structures are well described by the band theory. For semiconductors with parabolic band under 
energy-independent scattering approximation, the Seebeck coefficient is given by 







)2/3                                                       1.6  
where n is the carrier density and m* is the effective mass of the carrier. The electrical 
conductivity can be written as: 
σ = neμ                                                                      1.7 
5 
 
where μ is the carrier mobility depending on m*. Both Seebeck coefficient and electrical 
conductivity depend on the carrier density. As shown in Figure 1-2, the Seebeck coefficient S 
would increase with decreasing carrier density while the electrical conductivity σ decreases with 
decreasing carrier concentration. The effective mass m* provides another barrier because larger 
m* gives higher S but lower σ. Conventional thermoelectric materials were usually improved by 
compromising between low electric resistivity and large Seebeck coefficient via adjusting carrier 
density. The maximum of power factor S
2








Thermal conductivity consists of both contributions from lattice and electrons.  
Wiedemann Franz law illustrates that the electronic thermal conductivity κe is proportional to the 




= 𝐿0T,                                                                   1.8 




 for free electrons). As shown in Figure 
1-2, with higher carrier density, the electrical conductivity is enhanced. The increase of electrical 
conductivity would lead to larger electronic thermal conductivity which limits the increase of Z. 
Considering the effect of carrier density on Seebeck coefficient, electrical conductivity and 




 to achieve maximum of 









)                                                              1.9 
which gives the two approaches to enhance the figure of merit by either increasing the Seebeck 
coefficient or reducing the relative lattice thermal conductivity compared to electronic thermal 






𝑉𝑠𝐶𝐿𝑝ℎ,                                                             1.10 
where Vs is the velocity of sound, C is specific heat and Lph is the mean free path of phonons. 
The sound velocity and heat capacity are temperature-independent at high temperatures (ΘD > 
300 K) in typical materials. Then the phonon mean free path determines the lattice thermal 
conductivity. In the semiconductors discussed above, κe << κL usually holds. Therefore, the large 
figure of merit requires reducing lattice thermal conductivity. The ideal thermoelectric materials 
were suggested by Slack to be “phonon-glass electron-crystal” which has the electrical properties 
of crystalline materials and thermal properties of glass-like materials.
3
 The low lattice thermal  
Figure 1-2 Dependence of Seebeck coefficient (S), electrical conductivity (σ), electronic 




conductivity can be obtained in semiconductors with heavy atoms. A typical method proposed in 
late 1950’s is to adopt the form of alloy.
5
 A commercial thermoelectric cooler based on the 
alloys of Bi2Te3 and Sb2Te3 with a ZT value close to 1 at room temperature.
6
 This value has been 
7 
 
a practical upper limit at room temperature for more than 30 years. Because of the interplay of 
Seebeck coefficient, electrical conductivity and thermal conductivity, it is quite difficult to tune 
them simultaneously. Yet there are no theoretical reasons for the existence of upper limit of ZT. 
1.3 New Types Thermoelectric Materials with Low Dimensionality 
In 1990’s, the ideas that low dimensionality may improve ZT reinvigorated research on 
thermoelectric materials based on the realization that quantum confinement changes the degree 
of freedom of electrons and enhance density of states.
7
 The low dimensionality may lead to new 
approaches for high ZT materials. In a quantum confined structure the electron bands are 
narrower when the confinement enhances and dimensionality decreases, leading to increased 









}ε=EF                                             1.11 
Assuming a temperature-independent relaxation time, σ can be approximately represented by the 
density of state N(ε) at the Fermi level.
8
   






}ε=EF                                                  1.12 
The Seebeck coefficient depends on the slope of density of state at Fermi level. As a result, low 
dimensionalities may enhance the Seebeck coefficient via the enhancement of density of states 
near Fermi level. Moreover, the heterostructures may decouple the Seebeck coefficient and 
electrical conductivity explained by electron filtering model using quantum-mechanical 
transmission.
9
 Both Seebeck coefficient and electrical conductivity could be enhanced 
simultaneously for high ZT. In addition, low thermal conductivity in the low dimensional 
materials may be achieved due to the interface scattering.  
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Engineered structures, such as superlattice, quantum well, quantum dots and quantum 
wires have been studied for given materials to improve ZT value. Theoretical calculations show 
that the ZT value of the Bi2Te3 with quantum well structures may reach 13 times of the bulk 
value.
7
 Subsequent studies show exciting experimental realizations for ZT enhancement. The 
first approach was proposed that thermal conductivity can be significantly reduced in 
superlattices by interface scattering of phonons.
10
 In 2001, Venkatasubramanian et al. reported a 
ZT value of about 2.4 for p-type 10 Å/50Å Bi2Te3/Sb2Te3 superlattice devices along the cross-
plane direction.
11
  The superlattice structures can show significantly the reduction of κL by tuning 
the thickness without much effect on the power factor S
2
σ. Another approach is to obtain 
enhanced electronic density of states (DOS) near Fermi level by the quantum confinement. In 
2007, a reported two dimensional SrTiO3 confined within a unit cell layer thickness show an 
approximately 5 times larger S than the bulk value.
12
 The best value reaches as high as 850 μV/K. 




. In the superlattice 
structures, it is of great importance to use interfaces for blocking phonons while transmitting 
electrons along the cross-plane direction. The thermal conductivity can be reduced. Hence, figure 
of merit ZT is increased. 
1.4 Layered Cobaltates with Natural Superlattice Structures 
Besides the engineered structures, compounds with natural superlattice structures also 
attract much attention as potential thermoelectric applications. Layered cobalt oxides consist of 
nanoblocks with different compositions and structural symmetries. As shown in Figure 1-3, in 
the NaxCoO2, the CdI2-type CoO2 layer and Na layer alternatively stack along the c axis. The 
CoO2 layer consists of edge-shared distorted CoO6 octahedra with Co in the center, forming a 
triangular lattice. The Na content can vary from 0 to 1.0. For Na0.5CoO2 (NaCo2O4), half of Na 
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sites are vacant. Na0.5CoO2 with a low mobility (13 cm
2
/Vs at 300 K) were reported to show 
unexpected large in-plane Seebeck coefficient (100 μV/K at 300K) with a low  in-plane electrical 
resistivity (200 μΩcm at 300K), leading to the power factor comparable to the typical bulk 
Bi2Te3.
13
 The high electrical conductivity and low mobility indicate high carrier density, which 




 comparable to typical 
metals.
14





Figure 1-3 Schematic lattice structures of cobalt-based oxides: NaCo2O4, Ca3Co4O9, 
Bi2Sr2Co2O9.  
Good thermoelectric properties have been observed in NaxCoO2 for different x.
16, 17
 The 
high disorder of the Na layer reduces the mean free path of phonons to the scale comparable to 
lattice spacing so that the lattice thermal conductivity can be minimized by the disorder in 
insulating Na layer which causes little effect on the electronic conduction.
18
 The charge carriers 
are confined in the conducting CoO2 layer, known as quantum confinement without observable 
10 
 
scattering of the Na layer disorder.
19
 As a result, the electrical conductivity can maintain 
relatively high value. On the other hand, the spin entropy of the CoO2 layer acts as the likely 
source for the enhancement of the Seebeck coefficient.
17
 In CoO2 layer of Na0.5CoO2, the 




 ions exist with 6 or 5 3d-shell 
electrons, respectively. The d-shell orbitals would split into two energy levels under the 
octahedral crystal field by surrounding oxygen atoms. The first one is a triply degenerate t2g band 
(dxy, dyz, dxz) with lower energy while the other one is a doubly degenerate eg band (𝑑𝑥2−𝑦2 , 𝑑𝑧2) 
with higher energy. The d electrons can be arranged with different spin states, i.e., low spin (LS), 
intermediate spin (IS), and high spin (HS) states illustrated in Figure 1-4. Magnetic susceptibility 
measurements suggest the existence of LS Co
4+
 ions with S spin ½ and LS Co
3+
 with S = 0.
17
 




 The charge carriers in the Na0.5CoO2 are holes 




 transfer a charge +1e and a spin ½. The process 








. The numbers 









 ions but 
also the ratio between them are crucial for the large Seebeck coefficient which can be expressed 
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Considering different cases for degeneracies, the determined Seebeck coefficient are 
listed in Table 1-1. In the case of LS Co
4+
 ions in Na0.5CoO2, the Seebeck coefficient can reach 
154 μV/K (as shown in Table 1-1) which satisfactorily agrees with experimental results.    




After the striking discovery of NaxCoO2 as potential thermoelectric compound, the 
exploration of cobalt oxides began in earnest. More than ten layered cobalt-based oxides have 
been proposed as good thermoelectric materials. Further analysis on the structures suggests that 
the structural misfit may be in favor of thermoelectric performance of Ca3Co4O9 and 
Bi2Sr2Co2O9. As shown in Figure 1-3, the CdI2 type hexagonal CoO2 layers (the first sublattice) 
and the triple rock salt type square Ca2CoO3 layers (the second subsystem) alternatively stack 
along c axis. Both sublattices have the identical a = 4.8376 Å, c = 10.833 Å, and β =98.06º 
12 
 
parameters but different b (Ca2CoO3: b = 4.5565 Å; CoO2: b = 2.8189 Å) parameters, forming a 
structure misfit along the b-axis.
22, 23
 By analogy with NaxCoO2, the CoO2 layers are believed to 
be responsible for the carrier transport while the Ca2CoO3 layers may serve as a charge reservoir 
to supply charge carrier to the CoO2 layers.
24, 25
 As reported, Ca3Co4O9 exhibit unusually large 
Seebeck coefficient (in-plane S=125 μV/K at 300K), which can be explained by the strongly 
electronic correlations in the CoO2 layer.
26
 Huang et al. found a method to further enhance the 
Seebeck coefficient by preparing the polycrystalline through cold-pressing and high-magnetic-
field sintering. On the other hand, Ca3Co4O9 has a smaller in-plane κ than Na0.5CoO2. In the 
cobalt-based layered oxides, the electronic contributions based on Wiedemann-Franz law are 
much smaller and the in-plane κ is predominately dominated by the block layers since 
compounds with heavier atoms exhibit lower in-plane κ.
27
 The misfit block layers lead to smaller 
κ in the way that distorted structure makes acoustic phonon less dispersive. By doping Fe, Mn, 
and Cu in the Co sites, the induced structural distortion and size disorder further suppressed κ.
28
 
Furthermore, a small anisotropy between a and b axis of the ab plane κ in Ca3Co4O9 was 
observed which is thought to be due to the misfit.
27
 
 Another misfit layered cobalt-base oxide Bi2Sr2Co2O9 has also attracted much attention. 
Similar to Ca3Co4O9, Bi2Sr2Co2O9 consists of conducting CdI2 type hexagonal CoO2 layers and 
insulating rock salt type Bi2Sr2O4 layers alternatively stacking along the c axis, resulting in 
quantum-well-like structures. Large Seebeck coefficient values (130 μV/K in single crystals and 
60μV/K in bulk polycrystallines at 300K) were reported.
21, 29, 30
 Further structural study revealed 
that there is a misfit along b axis between the two sets of layers.
31
 The isomorphous misfit layer 
cobaltite (Bi0.87SrO2)2(CoO2)1.82 was investigated and exhibits two sublattices with 





compatibility along the other two directions (identical a, c, and β) was confirmed by further 
single crystal X-ray diffraction analysis using the five-dimensional superspace-group 
formalism.
33
 Later, large anisotropy of in-plane κ and S and finite in-plane thermal conductivity 
were observed experimentally. Similar to Ca3Co4O9, the anisotropy is attributed to the structural 
misfit.
27
 Moreover, the lattice misfit also leads to significant chemical strain along the b axis on 
CoO2 layer imposed by the RS Ca2CoO3 layer. Density function theory suggests that applying 
strain on CoO2 layer could increase the density of states near Fermi energy.
34
 The enhancement 
of density of states can possibly increase Seebeck coefficient.  A more than 15% increase of 
Seebeck coefficient was found in Bi2Sr2Co2O9 at around 50K.
29
 By doping Pb cations at Bi sites 
(Bi2-xPbxSr2Co2O9), the misfitness can be tuned. Through varying the strain on CoO2 layer, the 
Seebeck coefficient is enhanced by Pb doping with a maximum at x=0.4.
29, 35
 Moreover, an 
upturn of electrical conductivity at low temperatures was observed which can be explained by 








These layered cobalt oxides with natural superlattice structures contain conducting CoO2 
layers. By choosing certain insulating layers, the layered cobalt oxides may be typical phonon-
glass electron-crystal for thermoelectric materials. We are attempting to search for new 
promising thermoelectric compounds based on the two basic principles mentioned in the 
beginning: (1) layered structure that may have quantum confinement effect of carriers; (2) 




1.5 Delafossite Type Cobaltite PdCoO2 
PdCoO2 is a quasi-two-dimensional compound with triangular O-Pd-O layers and the 
CoO2 layers formed by edge-shared CoO6 octahedra alternatively stacking along the c axis, as 
shown in Figure 1.5(a). The Pd atoms are two fold linearly coordinated with oxygen atoms while 
the oxygen atoms are coordinated with three Co atoms and one Pd atom, forming a distorted 
tetrahedron. Previous study found that the PdCoO2 is metallic with ab plane electrical 
conductivity significantly higher than the c axis value. 
36, 37
 The reported ab plane value of 
PdCoO2 at 260 K was 4.69 μΩ cm which is the lowest value reported in the oxides, even lower 
than the Pd metal value 11 μΩ cm.
38
 Subsequent studies tried to explore the origin of the good 
electrical conductivity in PdCoO2.
39-41
 The cobalt in the compounds is in the Co
3+
 LS state, 
which was confirmed by magnetic susceptibility measurements and Co-O distances as well as 
the Co 2p X-ray absorption spectroscopy (XAS) results.
36, 39, 42
 Thus monovalent palladium is 
present in the delafossite compounds, which are observed experimentally for the first time. It was 
proposed that the metal-metal interactions in the Pd layers are responsible for the high ab plane 
electrical conductivity.
36, 39
  By measuring the Fermi surface (FS) based on de Haas-van Alphen 
effects and the calculations effective mass of electrons, it is suggested that the electrical 
conductivity of PdCoO2 is mainly due to Pd 5s overlap.
43
 The resulting FS was quite consistent 
with theoretical calculations and angle resolved photoemission spectroscopy (ARPES) data.
38, 40
 
Apart from the small warping parallel to the c axis, the FS is nearly two-dimensional with almost 
exclusively ab plane Fermi velocities, resulting in the strong anisotropy of electrical conductivity. 
Preliminary studies on thermopower showed that a rectangular form of powdered and 
pelletized fine PdCoO2 single crystal has a thermopower value of 2 – 4 μV/K between 100 and 
400 K comparable to normal conventional metal values.
44
 On the other hand, Hasegawa et al. 
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also discussed the possibility of high thermopower based on the deep cave of the density of states 
at Fermi level in PdCoO2.
44
 Ong et al. show that PdCoO2 may have large Seebeck coefficient, 
using Boltzmann Transport Calculations.
45
 As shown in Figure 1-5(b), the ab plane Seebeck 
coefficient values are positive and with small amplitudes comparable to the normal good metal 
values. The c axis values are negative with quite large amplitudes (-200 μV/K in PdCoO2 above 
400 K).  
 
 
Figure 1-5 (a) Schematic picture of the crystal structure of PdCoO2. (b) Calculated Seebeck 
coefficient in PdCoO2 and PtCoO2, using Boltzmann Transport Calculations. Picture extracted 
from Ong et. al.
45
 
1.6 Layered Perovskite Ruddleden-Popper Compounds 
Ruddleden-Popper compounds Srn+1MnO3n+1 (n=1, 2, 3… M is a transition metal) has 
layered structure where each layer consists of corner shared octahedral MO6. The number n 
represents the number of octahedron MO6 interlinked by oxygen atoms in the layer. Layers of 
(SrMO3) unit cells are separated by SrO layer along the c axis, forming natural superlattice-like 
structures. Figure 1-6 demonstrates the crystal structure for SrRuO3 (n = ∞), Sr2RuO4 (n = 1), 
Sr3Ru2O7 (n = 2) and Sr4Ru3O10 (n = 3). To better describe the crystal structure, the compounds 




La-doped n-type perovskite SrTiO3 was found to exhibit a very high Seebeck coefficient 
of S = 420 μV/K at room temperature.
46
 But the figure of merit ZT is relatively small because of 
the high thermal conductivity (κ = 12 W/m-K at room temperature). Due to the high phonon 
frequencies of major constituent oxygen and its small mass, the lattice thermal conductivity is 
high. With large number of interfaces (large n) in the superlattice, the lattice thermal 
conductivity can be reduced through interface phonon scattering at SrO/(SrTiO3)n internal 
interfaces. The total thermal conductivity was reported to be around 5 W/m-K for 5 % Nb-doped 
SrO(SrTiO3)n (n = 1 and 2), significantly smaller compared to 20 % Nb doped SrTiO3.
46, 47
 
Compared to Srn+1TinO3n+1 with insulating ground state, Srn+1RunO3n+1 have metallic ground 
states with high electrical conductivity.
48-51
 Hence, Srn+1RunO3n+1 is possible thermoelectric 
candidate with promising figure of ZT. Sr-Ru-O compounds by spark plasma sintering were 
reported to exhibit larger S as n increases with a maximum value of 42 μV/K at 600K.
52
 The 
reported Seebeck coefficient of SrRuO3 (n = ∞) was 36 μV/K at room temperature.
53
 The room 
temperature Seebeck coefficient for Sr2RuO4 (n = 1) is reported as S = 29 μV/K.
54
 Sr4Ru3O10 (n 
= 3) also has similar Seebeck coefficient values ~ 34 μV/K at room temperature.
55
 However, 
there has been no study reported about the Seebeck coefficient of Sr3Ru2O7 (n = 2). The relative 
large Seebeck coefficient values can’t be explained in simple model for metal with broad bands, 
since the Seebeck coefficient of a simple metal is usually a few μV/K.  
Sr3Ru2O7 is a quasi 2D paramagnetic metal with the symmetry of orthorhombic space 
group Bbcb.
56, 57
 Two blocks of distorted SrRuO3 perovskite stacks along the c axis, separated by 
SrO layers that belong to the symmetry of space group Pban
57
. A rotation angle occurs between 
the neighboring corner-sharing octahedra in each double perovskite layer, e.g., the Ru-O-Ru is 
about 165° rather 180° for pure Sr3Ru2O7. As revealed by powder neutron diffraction result, the 
17 
 
rotation angle is about 6.8° about the c axis, as shown in Figure 1-7, with intra- and interbilayer 
RuO6 octahedra.  The distorted octahedra modify the crystal field
58
, providing new opportunities 
to tune the Seebeck coefficient by varying Fermi energy and orbital degeneracy. It is reported 
that the crystal symmetry restoration of distorted TiO6 octahedra in SrO(SrTiO3)2 enhances the 
degeneracy in the Ti 3d orbitals that notably increases Seebeck coefficient.
59
 Hence it is also of 
great interest to study if the Seebeck coefficient of Sr3Ru2O7 benefits from the doping of 
transition metals in the Ru site. 
 
Figure 1-6 Schematic crystal structures for Sr2RuO4 (n = 1), Sr3Ru2O7 (n = 2), Sr4Ru3O10 (n 
= 3) and SrRuO3 (n = ∞). 
There have been studies about the structure variation of Mn doping. Upon Mn doping, the 
unit cell volume shrinks and the rotation angle decreases with x and becomes zero above x = 
0.2.
50
 Mn doping in the Ru site yields a drastic phase change, e.g., Sr3(Ru1-xMnx)2O7 becomes 
AFM insulator with certain amount of doping. Moreover, Mn doping drives the metal-insulator 
transition to high temperatures, though the magnetic susceptibility maximum temperature 
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displays nonmonotonic dependence with x.  Optical conductivity spectra suggest that Mn doping 






Figure 1-7 Schematic picture of crystal structure of Sr3Ru2O7. The arrows indicate the 
rotations of the octahedra around the c axis, in response to the compression of RuO(3) planes by 
the large difference of ionic radii of Ru compared to Sr. Picture extracted from Shaked et. al.
61
 
 More interestingly, though X-ray absorption spectroscopy (XAS) data suggests Mn
3+
 
exists in Sr3(Ru0.9Mn0.1)2O7, the fact that unit cell shrinks, X-ray photoelectron spectroscopy 
(XPS) shows no change in Ru spectra upon Mn doping and that the increase of S from 1 at x = 0 
to 3/2 at x =0.7 derived from high temperature magnetic susceptibility strongly suggest that the 
oxidation state of Mn in doped compound is 4+, independent of the doping level x. In other 
words, the band filling remains unchanged. The evolution of spin configuration by Mn doping 
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from S = 1 to S = 3/2 at higher doping levels with different spin degeneracies provides another 
opportunity for enhanced Seebeck coefficient. 
1.7 Layered Mn-based Compounds 
As explained earlier, large ground state degeneracy favors large Seebeck coefficient. The 
crystal fields play important role to determine the arrangement of electrons. Besides mentioned 
octahedral crystal field that has triply degenerate t2g bands and doubly degenerate eg band, there 
are several other cases that introduce degeneracy, such as cubic, dodecahedral, tetrahedral 
environment. Their typical energy splitting by crystal fields are shown as Figure 1-8.                           
Figure 1-8 Crystal fields for d orbitals in cubic, dodecahedral, tetrahedral and octahedral 
coordinates.  
As depicted, the energy difference Δ between the t2g and eg bands, usually called 10Δq, is 
the energy required for crystal field stabilization. In general, the relationship Δt < Δd < Δc < Δo 
applies. From this point of view, the tetrahedral crystal field would more easily adopt high spin 
or intermediate spin states, because the competition between Hund’s Rule and Δ directly 
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determine the electron occupancy and small Δ yields high spin states. According to Heike’s 
formula, multiple spin states may lead to large Seebeck coefficient. Hence, the tetrahedral crystal 
field could be good candidate for good thermoelectric properties. The tetrahedral crystal field can 
be considered as the opposite of octahedral one, as shown in Figure 1-8. 
As mentioned, the origin of large Seebeck coefficient evolves the entropy change 




 pair in NaCo2O4. Many other 

























. Considering a common tetrahedral structure with Mn at the 




 with degeneracy are shown in Figure 1-9. The total 
degeneracy is calculated as degeneracy of orbitals multiplying degeneracy of spins that is equal 
to 2*total spin + 1. The combination of Mn
4+
 (HS) and Mn
3+
 (LS) has a degeneracy ratio of 12/1 
and the calculated Seebeck coefficient is of 214 μV/K.  
 




 ions with degeneracy. 




 in both octahedral and 
tetrahedral sites was observed to exhibit a Seebeck coefficient of -73 μV/K at high temperatures 
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(1100 K). This value is very close to the calculated result according to generalized Heikes 
formula –kB/eln(10/4) = -79 μV/K.
62
 Hence we search layered Mn-based compounds.  
The compound BaMn2Sb2 consists of edge-shared tetrahedral layers stacking along the c 
axis, separated by Ba layers, as depicted in Figure 1.10 (a). It is isostructural to BaFe2As2 which 
is the parent compound of Fe-based superconductors. Density functional calculations of the 
electronic structures suggest that the compound BaMn2Sb2 can exhibit very high Seebeck 
coefficient.
63
 BaMn2Sb2 was also reported to have a relatively large Seebeck coefficient of ~ 225 




Figure 1-10 Schematic crystal structure of (a) BaMn2Sb2 and (b) Ba2Mn3Sb2O2. 
Another layered compound Ba2Mn3Sb2O2 was reported to have alternating Mn-Sb layer 
and Mn-O layer.
66
 The compound has a body-centered-tetragonal crystal structure. As shown in 
Figure 1-10(b), the Mn-O layer is similar to the CuO2 layers in high temperature cuprate 
superconductors. And the Mn-Sb layer is similar to the FeAs layers in high temperature pnictides. 




After describing the sample synthesis and characterization techniques, we will describe 
further the thermoelectric properties of these layered transition metal compounds. For 














 Experimental Techniques and Analytical Procedures Chapter 2
Previous chapter has introduced several layered transition-metal compounds for 
thermoelectric property study. In order to study the intrinsic properties, high quality samples are 
needed. Depending on the nature of the compounds, different material synthesis techniques are 
employed. In this chapter, the experimental techniques including single crystal growth and 
characterization will be covered. 
2.1 Synthesis of Compounds 
For the pursuit of appropriate single crystals with desired crystal size and phase, it is 
necessary to study the temper of the crystals, like the stability in air, morphology, orientation, 
doping and impurities et al. Usually obtaining the right phase is the very first step to begin with.  
2.1.1 Solid State Reaction 
The reaction tends to form compounds with lower free energy compared to the reactants. 
But it has to overcome an energy barrier (denoted by activation energy EA), by either increasing 
temperature or decreasing the energy barrier (e.g. catalysis). General process can be described in 
a few steps: diffusion of reactant to reactive interface, reaction on atomic scales, nucleation of 
product and growth and diffusion of products away from the reactive interface. Diffusion is often 
the reaction rate limiting step, which can be characterized by the material’s chemical diffusivity 






                                                                    2.1 
where D0 is the coefficient of diffusion and R is the gas constant. The typical values can be 







/s.  There are 3 typical ways to enhance the diffusivity, either by 
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increasing the reaction temperature, introducing defects by starting with reagents that decompose 
prior to or during reaction, such as carbonates, and well grinding so to increase the interface. 
The general procedure for a conventional solid state synthesis is described as followings. 
First of all, we select appropriate starting materials. The effect of melting points, dopings and the 
reactive nature must be carefully considered. Second, we weigh out the starting materials so that 
stoichiometry products can be expected. Since diffuse length is very short (at the order of nm for 
oxides), the grinding and the mixing of the starting materials would be very important for the 
synthesis of a compound with a homogenous phase. They can be ground in a mortar and pestle or 
milled in ball mill. Smaller particle size and sufficient mixing help improve homogeneity. It is 
also a good idea to pelletize the powders to reduce the intimate distance among powder. Since 
the solid state reaction usually takes place at high temperatures, it is very important to choose a 
proper sample container to avoid the contamination of impurities. We choose alumina (Al2O3) 
crucibles or boats for reactions that don’t need evacuated environment. Sealed quartz tubes are 
used for the reaction that is sensitive to air.  During the heating process, atmosphere can 
significantly affect the quality of the product. For example, we can produce oxidizing conditions 
for oxides under air or O2 flow. We can also provide reducing atmosphere using H2/Ar, CO/CO2.  
To avoid impurity phases which are favored at low temperatures during cooling process, 
we can quench the products in the way that products are taken outside of the furnace 
immediately to be exposed to room temperature, water, or even liquid nitrogen. The rapid 
cooling process is experimentally proven to reduce or avoid unwanted low temperature phases.  
In our work, we mainly use the solid state reaction as first step for our synthesis of single 
crystals by the floating-zone method that will be described later. After obtaining the products, we 
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can grind the products into powder and perform X-ray powder diffraction to check if we get the 
right phase. If impurity phases exist, we may have to repeat the sintering process.  Solid state 
reaction process usually comes out with powder product or sometimes tiny crystals. 
Experimentally, there are other methods to synthesize desired single crystals. 
2.1.2 Metathetical Reaction 
In a metathetical reaction process, the precursors exchange ions to form the desired 
product and by-product. The by-product is usually easy to be separated by dissolving in water, or 
organic solvent like ethanol, acetone. Sometimes acid is necessary to separate the product.  
The metathetical reaction method has significantly improved the synthesis of PdCoO2 
crystals. The mixture of PdCl2 and CoO was placed in an alumina crucible and sealed in an 
evacuated quartz tube. The setup is shown in Figure 2-1(a).  
 
Figure 2-1 (a) The setup for a seal quartz tube with a crucible. The top is being pumping 




It was then sintered at 700 ℃ for 40 hours. Plate-like crystals were found with typical 
hexagonal shape. The relatively large crystals are with length of about 0.6 mm and thickness of 
about 0.06 mm (shown in Figure 2-1(b)). The by-product turns out to be CoCl2, which can be 
easily dissolved in ethanol.  Crystals can be dried easily in air.  
2.1.3 Combustion Synthesis 
Using precursors that decompose during heating can enhance the diffusivity. Carbonate, 
metal sulfates and nitrate are the typical starting materials for combustion synthesis. During the 
reaction, they act as oxidants and decompose to release gas.  Once the reaction is initiated, an 
exothermic reaction occurs and generates certain amount of heat. Hence the reaction becomes 
self-sustaining. This auto-propagated process can be used directly in the production of high 
purity, homogeneous oxide powder. Generally, we are looking for combustion synthesis that 
does not produce toxic gases, or react explosively. In our work, the combustion synthesis with 
carbonates has produced Bi2Sr2Co2Oy and Sr3(Ru1-xMnx)2O7 polycrystallines with very high 
purity.  
For the synthesis of polycrystalline Bi2Sr2Co2Oy, the starting materials include Bi2O3, 
SrCO3 and Co3O4 in stoichiometry ratio. The reaction process can be described as  
𝐵𝑖2𝑂3 + 2𝑆𝑟𝐶𝑂3 +
2
3
𝐶𝑜3𝑂4  → 𝐵𝑖2𝑆𝑟2𝐶𝑜2𝑂𝑦 + 2𝐶𝑂2                                  2.2 
The mixture of starting materials was sintered at 900 ℃ for 24 hours in air. The product was then 
ground into powders for future synthesis of single crystals.  
For the synthesis of Sr3(Ru1-xMnx)2O7,  a big concern is the heavy evaporation of Ru 
during the sintering.  In order to keep the stoichiometry, we add extra amount of Ru.  
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4𝑆𝑟𝐶𝑂3 + 3((1 − 𝑥)𝑅𝑢 + 𝑥𝑀𝑛𝑂2)  → 4/3𝑆𝑟3(𝑅𝑢1−𝑦𝑀𝑛𝑦)2𝑂7 + 𝑅𝑢 ↑                         2.3 
The mixture of starting materials was sintered at 1350 ℃ for 40 hours with O2 gas flow. In order 
to avoid the undesired phases Sr2RuO4, Sr4Ru3O10 or SrRuO3 et al., the product was quenched 
from furnace temperature to room temperature to frozen the desired phase Sr3Ru2O7. The product 
was then ground into powder for future synthesis of single crystals.  
Both of the synthesis processes only involve carbonate for combustion synthesis which 
releases CO2 during the sintering process and produces high purity polycrystalline at the end.  
2.1.4 Flux Method 
The principle of the flux method is that the reactants are dissolved in solvents with high 
diffusivity at high temperatures. Usually they are maintained slightly above the saturation 
temperature to form complete solution. Then crystals would precipitate under the slow cooling 
process. The choice of solvent is of great importance. A suitable solvent usually has relatively 
lower melting point and does not form stable compounds with the reactants. It is better to have a 
large difference between boiling and melting temperature so that they can maintain working as a 
stable solvent. The solvent must also be easily separated from the products. They are usually 
separated by spinning in a centrifuge immediately after taken out from the hot furnace. They can 
also be removed by chemical etchers. Sometimes we can use part of the reactants itself as solvent. 
Crystals grown by this method usually exhibit their natural facets.  
In our work, we use tin (Sn) as solvent to synthesize BaMn2Sb2 single crystals. Since Ba 
metal is very sensitive to oxygen, weighing starting materials was conducted in a N2-filled glove 
box. The molar ratio of Ba:Mn:Sb:Sn is equal to 1:2:2:5. Then the mixture was placed in an 
alumina crucible and immediately sealed in an evacuated quartz tube. Firstly it was sintered at 
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1150 ℃ for 24 hours. Then it was cooled down slowly at a rate of 5℃ per hour until 700 ℃. 
After sintering for 24 hours to improve crystal quality, the sample was quenched and spun in a 
centrifuge to separate the solvent from the products. We can obtain typical plate-like crystals 
with size of ~1 cm, as shown in Figure 2-2.  
 
Figure 2-2 BaMn2Sb2 crystals grown by the Sn flux method. Natural layered structure can be 
observed. 
2.1.5 Floating-zone Method 
In order to measure Seebeck coefficient and thermal conductivity, we need to grow large 
single crystals (at least a few mm long). There are several growth methods that have been widely 
used, including the Bridgeman method, the Czochralski method and the floating zone method. In 
our lab, we focus on growing single crystals by floating zone method. A melting zone connecting 
a feed rod and seed rod is maintained by the light of halogen lamps reflected by two elliptical 
mirrors. The rods move downward, the melting zone travels along the feed rod. Crystals form 
progressively on the top of the seed rod. This is a crucible-free approach, thus containing no 
impurities from the crucible. In addition, this method usually produces relatively large crystals. 
The feed rod is made of prepared polycrystalline under hydrostatic pressure. Fill a rubber 
tube with desired diameter (usually ~5 – 8 mm) with the prepared polycrystalline powder. Then 
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we make it straight and uniform with the same diameter along the length. After that it will be 
pressed under hydrostatic pressure for a few minutes. Finally we can have a rod with length ~ 10 
– 15 cm. The next step is to sinter the rod at moderate temperatures to make the rod solid enough 
to hang on the hook in the imaging furnace. The seed can be single crystal or polycrystalline. We 
use an imaging furnace (Canon Machinery, model: SC1MDH-20020). Figure 2-3 shows the 
setup of the imaging furnace. The feed rod is hung over the top shaft while the seed rod sits on 
the bottom shaft. They need to be perfectly aligned. Both shafts can move and rotate at the same 
time at a preset speed.  
 
Figure 2-3  Picture of the imaging furnace for floating zone method to grow single crystals. 
Two halogen lamps are mounted (not shown) at the two focal points of the elliptical mirror that 
are coated with Au layer for maximum reflection of the lights emitting from the lamps. The 
heating area will be around 5 mm × 5 mm that forming a floating melting zone between the 
upper feed rod and the lower seed rod. A camera monitors the growth condition.  
A big quartz tube is mounted so to be (1) able to observe and (2) controlling growth 
environment. Since the furnace system is sealed, desired atmosphere can be applied (the 
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maximum pressure is no more than 10 atm). Heating is by lights from the halogen lamps that are 
reflected by the elliptical mirror with Au coating and focused on a small spot (typically 5 mm × 5 
mm). The bottom end of the feed rod is molten and connected to the seed.  During the growth, 
the feed and seed are rotated oppositely to help the melting zone keep uniform. Maintaining a 
stable melting zone is the key to grow high quality crystals. There are a few factors that could 
affect the melting zone, including the competition of surface tension and gravitation, volume 
change (feed and seed speed), atmosphere and pressure and power control during the growth. We 
usually monitor the melting zone and adjust the lamp power and moving speeds of the shafts to 
stabilize the zone.  
For the synthesis of Bi2Sr2Co2O9 single crystals, a ~10 cm long feed rod and a ~3 cm 
long seed rod were used with the rotation of 20 rpm. The growth speed (seed speed) was about 
~1.5m/h and the growth was in air. Figure 2-4(a) shows the rod of the growth. After further 
polishing, the crystals are found to be easily cleaved perpendicular to the growth direction. 
 
Figure 2-4 Grown crystal of (a) Bi2Sr2Co2O9-δ and (b) Sr3(Ru1-xMnx)2O7, the crystal will be 
polished and cleaved. 
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For the synthesis of Sr3(Ru1-xMnx)2O7 single crystal, the feed rod was above 10 cm long. 
The rotation speed was 25 rpm. The growth speed is set to be relatively fast because of the heavy 
evaporation of Ru metal. It was set to be 15 mm/h. Depending on the growth conditions, the feed 
speed ranged from 25 to 30 mm/h. During the growth, a pressure of 10 atm was applied by the 
mixture of Ar and O2 gas with 1:1 ratio. The final crystals, as shown in Figure 2-4 (b), were 
pretty easy to cleave but they were surrounded by a layer of impurities grown simultaneously. 
We polished the crystals by sand paper before performing any characterization.  
2.2 Structural Characterization 
 The structure characterizations are of great importance. For our work, we rely heavily on 
X-ray powder diffraction for the phase determination. We also utilize single crystal X-ray 
diffraction and refinement to figure out the symmetry and the lattice constants. We take 
advantage of transmission electron microscopy (TEM) to characterize films at atomic resolution. 
For the purpose of determining doping levels, we use wavelength diffraction spectroscopy (WDS) 
to figure out the proportions of elements in the system.  
2.2.1 X-Ray Powder Diffraction 
X-ray diffraction (XRD) has been widely used in exploring the crystalline structure. X-
ray used in diffraction experiments usually has wavelength of 0.5 – 1.8 Å, which is comparable 
to the distance between atoms in a crystal. A conventional generator produces X-ray by striking 
an energetic beam of particles (e.g. electrons) or radiation at a target material. The wavelength of 




= 𝐾(𝑍 − 𝜎)2            2.4 
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where λ is the wavelength of the X-ray, K is a proportionality constant, Z is the atomic number 
of the target atoms, and σ is shielding constant.  To generate suitable X-ray for crystallographic 
studies, metal targets are typically used, such as Mo, Cu. Electrons coming from a heating metal 
filament are accelerated by a large electrical field and bombarded at the target. A core electrons 
(e.g. from K-shells) from an atom of the target is excited and kicked out, followed by an electron 
in a higher energy level (e.g. from the L or M levels) dropping down to fill the core hole. This 
process emits X-ray radiations with energies that are equal to the energy difference between the 
upper and lower energy levels. For example, the Kα radiation of Cu has a wavelength of 1.54178 
Å.  
When X-ray hits a material, it can be scattered by atoms, producing spherical waves. When the 
material has ordered arrays of atoms, the elastic scattering produces a regular array of periodic 
spherical waves. The incident X-ray radiations would produce a peak if their reflections interfere 
constructively. This phenomenon has been well described by Bragg’s law.  
𝑛𝜆 = 2𝑑𝑠𝑖𝑛𝜃                            2.5 
where n is an integer number (1, 2, 3…), λ is the wavelength of the incident X-ray, d is the 
distance between scattering crystal planes, and θ is the incident angle of the incident X-ray.  
There are multiple planes that can reflect X-ray constructively at certain angle θ. These planes 
are indexed by Miller indices (hkl) and they can be represented as orthogonal to the reciprocal 
lattice vector, ℎ𝑏1⃗⃗  ⃗ + 𝑘𝑏2⃗⃗⃗⃗ + 𝑙𝑏3⃗⃗⃗⃗ , where 𝑏1⃗⃗  ⃗, 𝑏2⃗⃗⃗⃗ , 𝑏3⃗⃗⃗⃗  are reciprocal lattice vectors. The spacing d can 









2 + 2𝐶12ℎ𝑘 + 2𝐶23𝑘𝑙 + 2𝐶23𝑘𝑙 + 𝐶31𝑙ℎ)                2.6 
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2(𝑐𝑜𝑠𝛼𝑐𝑜𝑠𝛽 − 𝑐𝑜𝑠𝛾) 
𝐶23 = 𝑎
2𝑏𝑐(𝑐𝑜𝑠𝛽𝑐𝑜𝑠𝛾 − 𝑐𝑜𝑠𝛼) 
𝐶31 = 𝑎𝑏
2𝑐(𝑐𝑜𝑠𝛾𝑐𝑜𝑠𝛼 − 𝑐𝑜𝑠𝛽)                            2.7 
where a, b, c, α,β,γ are the lattice constants. V refers to the volume of a unit cell, which can be 
represented by  
𝑉 = 𝑎𝑏𝑐√1 − 𝑐𝑜𝑠2𝛼 − 𝑐𝑜𝑠2𝛽 − 𝑐𝑜𝑠2𝛾 + 2𝑐𝑜𝑠𝛼𝑐𝑜𝑠𝛽𝑐𝑜𝑠𝛾                   2.8 
For example, a simple cubic crystal has a=b=c and α=β=γ=90°. Then the spacings between 






                             2.9     
For a hexagonal lattice, the lattice parameters satisfy a=b, α=β=90˚, γ=120˚. We can find out the 












                                                   2.10 
According to Bragg’s law, when scanning the incident angle θ in a range, the diffracted X-ray 
exhibit peaks at constructive interference positions. The d spacing can simply be found in XRD 
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pattern by figuring out the constructive position θ. On the other hand, the intensity of a diffracted 
peak contains additional information. The intensity can be described by the following expression: 
𝐼(ℎ𝑘𝑙) =  |𝑆(ℎ𝑘𝑙)|2𝑀ℎ𝑘𝑙𝐿𝑃(𝜃)𝑇𝐹(𝜃)𝐴(𝜃)                                 2.11 
where S(hkl) refers to structure factor, Mhkl denotes the multiplicity, LP(θ), TF(θ) and A(θ) are 
the Lorentz & Polarization Factor, temperature factor, and absorption correction, respectively. 
The structure factor reflects the interference of atoms in a unit cell upon incident radiation. It 
contains the information of the locations of atoms and the atomic form factor f, as shown below. 
𝑆(ℎ𝑘𝑙) = ∑ 𝑓𝑖exp {−2𝜋𝑖(ℎ𝑥𝑖 + 𝑘𝑦𝑖 + 𝑖𝑧𝑖}𝑖            2.12 
where fi refers to the atomic form factor of the i
th
 atom, xi, yi, zi are the coordinates of the i
th
 atom.  
In our work, we use the Panalytical Empyrean X-ray Diffractometer (as shown in Figure 
2-5), equipped with PreFIX (prealigned, fast interchangeable X-ray) modules to produce Cu Kα 
radiation. The working power is at 45kV and 40 mA. The diffractometer also equips a number of 
optics to improve the measurement. Monochromators are used to narrow the X-ray wavelength 
distribution. An incident beam monochromator can select only Kα1 radiation (λ = 1.54056 Å) 
from the tube while a diffracted beam monochromator is used to reduce the fluorescent radiation 
from the sample before reaching the detector.  A 0.04 rad soller slit is used to produce a line-
shaped incident beam and to reduce peak asymmetry. A fixed divergence slit is used to limit the 
vertical divergence and a collimator is used to limit the horizontal divergence. A beam mask (5 
mm or 10 mm) is also equipped to limit the beam width. Samples are put in an amorphous Si 
holder that is installed onto the stage. For power diffraction measurement, the holder is spinning 
during the measurement. A typical measurement scans 2θ from 5 ° to 90 ° with a step size of 
0.026˚. The obtained pattern is compared to standard cards from International Center for 
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Diffraction Data (ICDD) database by “search & match” function in Highscore. The comparison 
is mainly based on the peak positions and the relative peak intensities.  
 
Figure 2-5 Picture of the Panalytical Empyrean X-ray Diffractometer with the sample stage 
for powders installed. 
2.2.2 Single Crystal X-ray Diffraction 
The powder X-ray diffraction is mainly used for phase identifications. In order to reveal 
information about the full unit cell, including lattice constants, atom positions, single crystal X-
ray diffraction is a more suitable technique. The incident X-ray hits the crystal and is scattered 
by the electrons of each atom. The interference of scattered X-ray forms thousands of diffraction 
spots to the specific directions on a screen. They follow Bragg’s law and the intensity depends 
on the structure factor. The measured intensities of diffraction pattern can be used to determine 
the structure factor.  
𝐼(𝐾) = |𝑆(𝐾)|2                            2.13 
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where I(K) is the intensity of peaks and S(K) is the structure factor. However, only the amplitude 
of S(K) is determined, causing a known phase problem. There are a few ways to determine the 
phases. One is direct method that estimates phases statistically from the amplitudes of the 
normalized structure factor. This method is very important in solving the phase problem in 
chemical crystallography. Another way is to use methods based on the Patterson function which 
are applied when some heavy atoms are present. 
Electron density distributions in crystals can be determined by the positions and 
intensities of the dots in diffraction pattern upon calculations. The electron density function can 
be calculated at every point in a single unit cell 
𝜌(𝑥, 𝑦, 𝑧) =
1
𝑉
∑ ∑ ∑ |𝑆(ℎ𝑘𝑙)|cos {2𝜋(ℎ𝑥𝑖 + 𝑘𝑦𝑖 + 𝑙𝑧𝑖) − 𝜙(ℎ𝑘𝑙)}𝑙𝑘ℎ        2.14 
The structure factor is in reciprocal space and the electron density is in real space. The electron 
density can be obtained by calculations, giving an electron density map from which the atomic 
positions can be figured out at the maxima of electron density. The next step is to build a 
structure model based on all information obtained. The initial structure model is then refined to 
optimize the fitting of structural parameters between the observed and calculated intensities in 
the diffraction pattern. Essentially, the structural model must be chemically appropriate and has 
the estimated standard deviations (R value) as small as possible. Moreover, the number of peaks 
left in the electron density map should be as small as possible. After the refinement is done, a 
standard file (CIF: crystal information file) is created to include all the information of the 
structure, such as atomic coordinates, symmetry so that we can draw the crystal structure. 
The single crystal X-ray diffraction was performed on a Nonius KappaCCD 
diffractometer. The radiation source is a fine-focus sealed tube with graphite monochromator. 
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The samples are usually of 0.3 – 0.5 mm. The refinement is based on the structure-invariant 
direct methods. 
2.3 Single Crystal Neutron Scattering 
Similar to single crystal X-ray diffraction, single crystal neutron scattering provides 
information about crystal structure as well. The diffraction result can be transformed to the 
charge and nuclear density mapping. By crystal symmetry analysis, the crystal structure can be 
refined about lattice parameters and atomic positions. The difference is that neutron itself has ½ 
spin and can also respond to magnetic moments of ions in the crystal. Neutrons can be reflected 
by the magnetic moments perpendicular to the incident directions. The final diffraction results 
also include magnetic Bragg’s peaks.  
 
Figure 2-6 Four-Circle diffractometer for HB-3A at Oak Ridge National Lab. Picture adapted 
from website: https://neutrons.ornl.gov/hb3a.  
The neutron scattering measurement was performed in HB-3A at Oak Ridge National 
Lab (ORNL) with the Four-Circle Diffractometer goniometer, as shown in Figure 2-6. Thermal 
neutrons are reflected by a multilayer-{110}-wafer silicon monochromator with fixed reflection 
angle of 48°. Three choices of wavelength are available, 1.003, 1.542, and 2.541 Å. The 
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scattering angle ranges from 5° to 155° with 
3
He detector.  A closed-cycle helium refrigerator 
can maintain the sample space from 4.5 to 450 K. An extra furnace can also be installed so that 
the sample chamber can reach as high as 800 K.  
Comprehensive collections of reflections includes both nuclear and magnetic ones. The 
nuclear structure will be refined by the package FULLPROF (mainly developed for Rietveld 
analysis of diffraction data). Based on the crystal symmetry and the magnetic propagation vector, 
the basis vectors for magnetic structure can be generated by SARAH (used for calculations of 
representational analysis magnetic structure based on nuclear structure). With the same profile 
parameters, the magnetic structure can be refined, as well as the magnetic moment of ions. 
2.4 Electrical and Thermal Transport 
After the synthesis and phase identification of samples, we measure physical properties 
and study the mechanism. For thermoelectric materials, Seebeck coefficient S, electrical 
resistivity ρ and thermal conductivity κ need to be measured carefully and will give the value of 
figure of merit ZT to evaluate the potential of the compounds as thermoelectric materials. 
Further analysis on the results of both electrical and thermal transport measurements will help 
figure out the intrinsic transport mechanism of compounds. 
To obtain accurate results, the electrical resistivity measurements of samples were 
performed on relatively small samples (typical size: thickness<1mm, width ~1 mm, length ~ 2 
mm). The reason is that the quality of single crystal tends to be worse at larger scale, especially 
for layered compounds that might have stacking faults. To eliminate the effect of contact 
resistance between contacting leads and sample surface, we use the standard four-probe 
technique, as shown in Figure 2-7. The probe wires are Pt wires of diameter 50 μm. They are 
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attached on the surface by Epoxy H20E. Electrical current flows from A to B and the voltage 




                                                                  2.15 







                                                           2.16 
 
Figure 2-7 Schematic demonstration of the four-probe method for electrical resistivity 
measurements. L, W, and T denote the length between voltage probes, width and thickness of a 
sample, respectively. A=W*T is the cross section area. 
The resistivity measurements are performed in Physical Property Measurement System 
(PPMS) made by Quantum Design. For DC resistivity measurement, PPMS can apply a 
minimum current of 0.01μA and a maximum current of 5 mA while the voltage ranges from 1 – 
95 mV.  The applied power must be kept small during the measurements, especially for small 
samples. Even small amount of heat can increase temperature significantly. This might cause 
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temperature stabilization issue for low temperature measurements. However, for low resistance 
measurements, the voltage signal may be quite small and coupled with signal noises. These 
noises could be internal, such as Johnson noise which results from the charge movement by 
thermal energy. External noise may come from the interferences by electrical equipment. The 
common method to reduce noise is to use a lock-in amplifier by applying a small AC current. 
The signal of voltage drop is of sine behavior. Only the signal that has the same frequency as the 
AC current is picked and noise (white noise, or noise with different frequencies) can be filtered. 
For low resistance measurement, by carefully selecting the current amplitude, frequency and 
duration, we can have accurate result with little noise (<-50dB).  
Seebeck coefficient S and thermal conductivity κ measurements of samples are also 
performed by PPMS. Figure 2-8 (a) shows the setup for measurement. By applying a heat pulse 
at one end of a sample, a temperature gradient across the sample is created. The measurements of 
the temperature and voltage difference between two regions, the Seebeck coefficient and thermal 
conductivity can be obtained simultaneously. They are performed by a thermal transport option 
puck, as shown in Figure 2-8(b). A reference sample Ni metal is installed in the sample puck by 
four-probe method. A heat pulse is generated by a resister chip in the heater shoe which also 
solders an electrical current lead. The heat pulse conducts along the sample. A Cernox 1050 
thermometer with a voltage lead soldered inside monitors both the temperature and voltage 
variations during the measurement. Each of the thermometer shoes and heater shoe has a small 
hole where a copper lead is inserted and held by a stainless steel metric M1 screw. The shoes are 
connected to the sample puck by 2-inch-long, 0.003-inch-diameter wires. In order to minimize 
the thermal conduction between the sample and puck, all wires are made of manganin alloy 
except the current/voltage lead that is made of PD-135 low resistance copper alloy. The cold end 
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of the sample is connected to the cold foot which contains a Phillips screw and a stainless steel 
clamp. In order to minimize the radiation between the sample and the environment, a copper 
isothermal radiation shield covers the whole assembly. When the whole assembly is ready, it is 
then plugged into the PPMS. A charcoal is used for obtaining high vacuum below 10
-6
 Torr to 
reduce the contribution of gas to the thermal transport.  
 
Figure 2-8 (a) Schematic demonstration of thermal transport measurement of a sample. A 
heat pulse Q created by a heater shoe conducts along the sample. The temperatures and voltages 
at hot region (TH, V+) and cold region (TL, V-) are measured. (b) A standard sample puck for 
thermal transport measurement, provided by Quantum Design. A standard nickel sample is 
installed. 
The principle of the measurements is based on a named two-tau model. The temperature 
and voltage versus time during one simple measurement is shown in Figure 2-9. The heater is 
turned on first. Temperature at the hot region of the sample begins to warm, and so does the cool 
region by heat flow in the sample. When the heater is turned off, both temperatures in the hot 
region and cold region begin to decrease. At the same time, the induced temperature difference 
increases during the power on stage and then decreases.  The temperature difference finally 




Figure 2-9 Responses of temperature and voltage at hot and cold region in an idealized 
sample when the heater is turned on and off. The top panel shows the response of hot and cold 
thermometers during an idealized heat pulse; the middle panel shows the temperature and 
voltage difference between hot and cold region. The bottom panel shows a square-wave heat 
pulse. 
This data over the duration of the heat pulse is then fitted by two-tau model (provided by 
PPMS manual from Quantum Design)
17
 
∆𝑇𝑚𝑜𝑑𝑒𝑙 = ∆𝑇∞ × {1 − {𝜏1 × exp (−
𝑡
𝜏1
) − 𝜏2 × exp (−
𝑡
𝜏2
)}/(𝜏1 − 𝜏2)               2.17 
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where ΔT∞ denotes the asymptotic temperature drop across the sample if keeping the heater on, 
and τ1 and τ2 represent long and short empirical time constants, respectively. The long time 
constant τ1 associates with the thermal diffusion of the sample while the short time constant 




                                                                  2.18 
where Q is heat generated by the heater controlled by input electric current, L is the distance 
between thermometers and A is the cross section area, respectively.  
The Seebeck voltage is fitted similarly. After the ΔT data is fitted to obtain τ1 and τ2, the 
voltage signal between the two thermometers are fitted by a linear least-squares routine.  










} + 𝑏𝑡 + 𝑐           2.19 
where ΔV∞ is the asymptotic Seebeck voltage drop akin to ΔT∞, b and c are parameters that 
describe linear drift and offset voltages, respectively. τ2’ is related to the Seebeck coefficient of 




                                                      2.20 
For the sake of accurate measurement, a delicate system is designed to measure the 
thermoelectric properties of samples. The samples are usually cut into a bar shape. For different 
materials, specific dimension requirements are met to improve the measurement. For example, 
for materials with κ in the range of 2-50 W/m-K, a dimension 8 × (2 × 2) mm
3
 is recommended. 
By contrast, materials with higher κ of 10 – 250 W/m-K are usually cut into a thinner shape of 10 
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× (1 × 1) mm
3
 to help maintain a temperature gradient along the sample. Similarly, a sample of 
2.5 × (5 × 5) mm
3
 is suitable for the measurement of a material with lower κ of 0.1 – 2.5 W/m-K. 
Four copper leads are connected to the sample by epoxy. The PPMS can perform thermal 
transport measurement in the range of 1.9 – 400 K. The typical temperature scanning rate is ±0.5 
K/min for T>20 K and ±0.2 K/min for T<20K. A magnetic field of 0 – 14 T may also be applied 
if necessary.  The system error for Seebeck coefficient is ±5% or ±0.5 μV/K (From manual 
provided by Quantum Design), whichever is greater.  
In practice, all the heater and thermometer shoes need to be carefully calibrated before 
the measurement. Figure 2-10 shows a typical temperature dependence of a heater and 
thermometer. The resistance of a heater changes very slowly over temperature while that of a 
thermometer is very sensitive to temperature variations.  
 
Figure 2-10 The temperature dependence of a heater (a) and a thermometer (b) determined by 
the calibration process.  
A nickel standard sample (grade 201) is used as reference sample. The cross-sectional 
area is 0.32 mm
2
 and the length is 8.3 mm.  A typical measurement of Seebeck coefficient S and 
thermal conductivity κ is shown in Figure 2-11. The tail above room temperature results from the 
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thermal radiation from the sample and the shoe assemblies. Nickel itself has a negative value of 
Seebeck coefficient and the magnitude increases almost linearly over temperature. 
 
Figure 2-11 Thermal conductivity (a) and Seebeck coefficient (b) measurement of a Nickel 
standard sample is shown, respectively. 
During the measurement, we can observe the fitting curve in a Waveform tab, as shown 
in Figure 2-12. A good fitting curve implies that the data point taken is reasonable.   
 
Figure 2-12 An example of fitting process during thermal transport measurement (provided by 
Quantum Design). The yellow line represents a heat pulse. The time traces of ΔT, along with the 
fitted curve are displayed. 
In practice, a parameter ratio (period over τ1) also values the quality of a data point. 
Typically, we need to adjust power and period to let the period ratio above 8 all the time. PPMS 
is able to measure electrical resistivity at the same time. But we measured separately by 
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considering the heat generated by electrical current as well as the heat-carrying of an electrical 
current described by Thomson effect. 
2.5 Hall Effect Measurement. 
Hall Effect measurement is performed to characterize materials. A number of quantities 
can be obtained, such as carrier mobility, carrier concentration, carrier type from Hall coefficient 
(RH). The principle underlying the Hall Effect is the Lorentz force on moving carriers under 
magnetic field. As shown in Figure 2-13 (a), when electric current flows under a magnetic field, 
Lorentz force on the moving charges results in accumulation of charges at one side of the sample. 
Then a transverse electric field is established which apply opposite force on the charges. At 
equilibrium, the Lorentz force equals the force by transverse electric field. By measuring the 
transverse voltage, named Hall voltage, a relationship with the applied current can derive those 
quantities mentioned above.  




𝐸 ≡ 𝜎𝐸                                                            2.21 
where σ is the conductivity, n is the concentration of carriers, q is the charge, m is the mass of 
the carrier and τ is the mean free time between collisions. Applying a magnetic field, the 
equation can be rewritten as  
𝐽 = 𝜎𝐸 +
𝜏𝑞
𝑚
(𝐽 × 𝐵)                                                       2.22 
With J=Jx and B=Bz, the equation can be resolved into two components  






𝐽𝐵                                                              2.24 
The Hall coefficient RH is defined as  
𝐸𝑦 = 𝑅𝐻𝐽𝐵                                                           2.25 




                                                          2.26 
The sign of RH indicates the type of the charge carriers and the magnitude is inversely 
proportional to the charge concentration. The Hall Effect is measured by the transverse voltage 




𝐼𝐵                                                              2.27 
where t is the thickness of the sample, I is the electrical current.  
When measuring the transverse potential difference, the voltage probes may not be 
precisely aligned, leading to the error caused by the longitudinal contribution of voltage 




𝐵𝐼 + 𝑅𝐼                                                      2.28 
There are two methods to eliminate the offset voltage. Scan the magnetic field with fixed current 
I. Then the slope of the linear relationship between ΔVab and B is RHI/t. The other method is to 
apply fields with opposite directions. Then  
∆𝑉𝑎𝑏(+𝐵) − ∆𝑉𝑎𝑏(−𝐵) = 2
𝑅𝐻
𝑡
𝐵𝐼                                          2.29 
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Hence the possible errors induced by longitudinal deviation of the two leads can be minimized.  
 
 
Figure 2-13 (a) Schematic picture showing the setup for measuring Hall Effect. (b) 
Demonstration of the horizontal offset of Hall voltage measurement. 
2.6 Magnetic Properties Measurement. 
Magnetic susceptibility characterizes the response of a material subject to external field. 
It is defined as  
𝜒 = 𝑀/𝐻                                                       2.30 
where M is the magnetization of a material and H is an external field. The magnetization is the 
density of magnetic moments in the materials. Depending on the magnetic ordering and 
temperature dependence of the magnetic susceptibility, there are a couple of classifications: 
diamagnetic, paramagnetic, ferromagnetic, antiferromagnetic and ferrimagnetic. The magnetic 








                                                               2.32 
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where NA is Avogodro’s number, k is Boltzman’s constant, μ0 is the permeability of free space, 
and μ is the effective magnetic moment of ion. For TC = 0 K, it is paramagnetic. For a positive TC, 
it is ferromagnetic. For a negative TC, it is antiferromagnetic. Usually the temperature and field 
dependence of magnetic susceptibility can reveal the intrinsic magnetic ordering of the materials.  
There are a variety of methods to measure the magnetic susceptibility, such as the Guoy 
method, the Faraday method, and nuclear magnetic resonance (NMR). In our work, we used the 
Superconducting Quantum Interference Device (SQUID) which is based on Josephson junctions. 
It has two Josephson junctions in parallel. A Josephson junction is made of two superconducting 
layers separated by an insulating layer. The insulating layer is thin enough that electrons can 
tunnel through the barrier. This effect can be described by  






                                                             2.34 
where IJ is the current flowing through the junction, I0 is the critical current of the junction, δ is 
the superconducting phase difference, Φ0=h/2e is the superconducting flux quantum, V is the 
voltage across the junction. The critical current can be changed by temperature and magnetic 
flux. Here voltage is always zero for a DC current below the critical current. A DC SQUID setup 
is shown as Figure 2-14. Current I is split into two branches. If applying a small magnetic field, a 
screening current Is would be induced to circulate the loop to let the total magnetic flux be 
integers of magnetic flux quantum. In each branch, the current is either I/2+Is or I/2-Is. A voltage 
appears as soon as the current exceeds the critical current I0. For external flux nΦ0 < Φ < (n+1/2) 
Φ0, the screening current reduces to nΦ0. When the external flux exceeds (n+1/2)Φ0, the flux is 
increased to (n+1)Φ0 by the screening current instead. With a shunt resistance, the voltage 
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variation is directly proportional to the change of magnetic flux. During the measurement, the 
sample is moved linearly across the detection coils to induce magnetic flux variations.  
SQUID provides two measurement options: DC scan and RSO transport. They provide 
complementary approaches to measure a large range of the magnetization. For DC scan, the 
sample is moved linearly over a few centimeters (usually 4cm), and a number of voltage signal 
are collected during the movement. By subsequent fitting of these data points, the magnetization 
of the sample can be obtained. The detection coils are located at the center of the movement path.  
 
Figure 2-14 Diagram of a DC SQUID. Two superconducting regions are separated by 
insulating layers (black).  
Compared to DC scan, RSO option is relatively faster and is more sensitive to the small 
magnetic moments. The sample is oscillating at the max slope position during the measurement. 
Depending on the magnitude of magnetization of samples, DC or RSO is chosen for specific 
sample. The SQUID instrument can measure the magnetic moments from 1.8 K to 400 K with a 
magnetic field up to 7 T. 
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 Thermoelectric Properties of Bi2Sr2Co2Oy Thin Films and Single Chapter 3
Crystals 
In this chapter, we are going to look in detail at the experiments and the analysis of the 
thermoelectric properties of a layered cobaltite Bi2Sr2Co2O9, in the form of both single crystal 
and thin films. Essentially we are looking most closely at how the thermoelectric properties vary 
with different forms. Moreover, the oxygen vacancies are believed to play important roles in 
tuning the properties.  
3.1 Background 
 Compounds consisting of alternative conductive and insulating layers were proposed to 
have large Seebeck coefficient because the electrons are confined to move in two dimensions.
7
 
This directly reduces the dimensionality of electron movement and forms quantum-well like 
structures. As a result, the electronic density of states could significantly increases and enhances 
the Seebeck coefficient which directly depends on the derivative of density of states. Moreover, 
owing to the near absence of alloy scattering and random interface carrier scattering, high in-
plane carrier mobility is possible, benefiting the electrical conductivity. Thermal conductivity, on 
the other, could be significantly reduced, due to the localization of lattice vibrations. In fact, by 
choosing different complex blocks, the thermal conductivity could be further reduced.
67
 After 
Terasaki et al. discovered large Seebeck coefficient in layered NaCo2O4,
68
 researchers began to 




Layered cobaltates have attracted great attention for both their fundamental aspects and 
applications.  The common feature is that they consist of CoO2 layers formed by edge-sharing 







, or good thermoelectric properties 
13, 15, 21, 71, 72
. The latter is particularly 
unexpected because traditional thermoelectric materials are usually semiconductors involving 
heavy-mass elements such as Bi2Te3 
73
.  Layered cobaltates like NaxCoO2 and Ca3Co4O9 contain 
much lighter elements, yet exhibiting high thermoelectric power (S), low electrical resistivity (ρ), 
and low thermal conductivity (κ) 
13, 18, 71
.  These are desired properties for thermoelectric 
applications, since the efficiency is determined by a quantity called the figure of merit ZT = 
S
2
/(ρκ).  It is considered that CoO2 layers are responsible for low ρ and low κ. But it is not 
obvious why this class of materials has high S.  Possible mechanisms for large S in cobaltates 
include (1) the unique electronic structure with the Fermi energy level locates at the edge of a 
narrow band 
8




. According to band calculations 
8
, 
Bi2Sr2Co2O9 is expected to exhibit higher thermoelectric power than that of NaxCoO2 and 
Ca3Co4O9.  This prediction is in contradiction with the second scenario, as stoichiometric 
Bi2Sr2Co2O9 contains Co
4+
 only. On the other hand, oxygen vacancy exists which makes the 
compound known as Bi2Sr2Co2Oy with y < 9. Oxygen vacancy will lead to the mixed valence of 
Co, thus tuning the thermoelectric properties.  
Bi2Sr2Co2O9 exhibits the monoclinic symmetry consisting of two subsystems: a Bi2Sr2O4 
rock-salt (RS) layer and a CoO2 (CO) layer 
32, 35
.  As depicted in Figure 3-1(a), these layers are 
stacked alternately along the c axis with identical lattice parameters a and c, and angle , but 
different lattice parameter b (bRS for the Bi2Sr2O4 and bCO for CoO2). As bRS and bCO are 
incommensurate 
74
, Bi2Sr2Co2O9 is characterized to have a misfit structure similar to Ca3Co4O9. 
In addition to the enhancement of phonon scattering for low thermal conductivity, the highly-
strained RS layer may give rise to strong electron-phonon coupling 
75
. One way to tune such 
strain is to use different alkaline-earth (AE) metals: the ratio of bRS/bCO increases with increasing 
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the ionic size of AE, and becomes commensurate when AE = Ba with bRS/bCO = 2 
76
.  Depositing 
the material in a substrate should be another effective way to tune the strain. So far, Bi2Sr2Co2Oy 
has been grown on LaAlO3 and fused silica substrates 
77, 78
.  Although films grown on fused 
silica are more epitaxial than that on LaAlO3, the thermoelectric properties are superior in the 
latter case 
77
, suggesting that strain plays certain role.  In this Letter, we report the thermoelectric 
properties of Bi2Sr2Co2O9 thin films and single crystals. Comparing our data with others 
obtained from literature, we discuss the thermoelectric performance of Bi2Sr2Co2O9 in various 
forms. 
3.2 Bi2Sr2Co2O9 Single Crystals and Thin Films: Synthesis and Structures 
The Bi2Sr2Co2Oy single crystals were grown by the floating-zone technique, as shown in 
Figure 2-4(a). The initial chemicals of Bi2O3, SrCO3 and Co3O4 in stoichiometric molar ratio of 1: 
2: 2/3 were well mixed and sintered at 900 C for 24 hours to form polycrystalline Bi2Sr2Co2Oy. 
After grinding, the reactants were pressed under hydrostatic pressure into two rods with 8 mm 
diameter and a length of ~ 10 cm for the feed rod and of ~ 3 cm for the seed rod. Crystals were 
grown at a speed 1.5 mm/h and rotation speed of 20 rpm in air. The resultant crystals have easy 
cleavage planes perpendicular to the growth direction. The Bi2Sr2Co2Oy thin films were 
deposited on sapphire (α-Al2O3 with the hexagonal structure a = 4.76 Å and c = 12.99 Å) 
substrates by the pulsed laser deposition (PLD) technique under different growth temperatures 
and oxygen pressure. The films reported here were grown under 0.03 torr oxygen pressure at 
growth temperatures 625, 650, 675, 700, and 750 C, respectively.  
The structures of films and crystals were investigated by x-ray diffraction (XRD) using 
Cu Kα 1 radiation (wavelength = 1.54056 Å) at room temperature. The structures of films were 
also studied using a VG603 scanning transmission electron microscopy (STEM) operated at 300 
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keV to obtain high angle annular dark field (also known as Z-contrast) images. The 
characterizations of the thermoelectric properties of films and crystals were performed in a 
Physical Property Measurement System (PPMS) using the four-probe method. The Seebeck 
coefficient and thermal conductivity of crystals were simultaneously measured on samples with 
typical size of ~ 2 mm × 2 mm × 8 mm. For accurate measurements, the electrical resistivity and 
Hall coefficient were measured separately on samples with typical size of 2 mm × 0.2 mm × 5 
mm. For the crystal samples, thermoelectric properties measurements were performed twice 
before and after the samples sintered in Ar atmosphere for 50 hours at 500 C. 
Figure 3-1(b) and (c) show the XRD patterns of films grown under 0.03 torr oxygen at 
750 C and 625 C, respectively. In both cases, the major peaks correspond to the Bi2Sr2Co2O9 
phase, as indicated by dots. For the film grown at 750 C (Figure 3-1(b)), there are signals from 
the Al2O3 substrate (indicated by *) and unknown phases (marked by triangles). XRD intensity 
from unknown phases decreases with decreasing growth temperature, becoming almost 
undetectable for the film grown at 625 C. This suggests that the films grown at lower 
temperatures have purer desired phase. To understand how impurity phases developed during the 
growth, films were investigated using STEM.  Figure 3-1(d) shows the Z-contrast image of the 
film grown at 750 C. Two features are worth noting: (1) the film is mostly single crystallized 
with well-stacked sequence Bi-O, Sr-O and Co-O, corresponding to the Bi2Sr2Co2O9 phase (see 
Figure 3-1(a)); and (2) irregular stacking occurs in the first couple of layers next to the substrate. 
The latter should be the cause for the unknown peaks in XRD pattern (see Figure 3-1(b)).  These 
unidentified phases have very similar layered structure(s) as Bi2Sr2Co2O9. Figure 3-1(e) shows 
the XRD pattern from powder by crushing single crystals grown by floating zone method, as 
shown in the inset. All peaks can be indexed with the Bi2Sr2Co2O9 phase with a = 4.99 Å, b = 
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5.43 Å, and c = 14.89 Å. The lattice parameter c for films is expected to be the same, as all c-axis 
peak positions are the same in both films and single crystals (Figure 3-1(c)-(e)). 
 
Figure 3-1 (a) Schematic crystallographic structure of Bi2Sr2Co2O9; (b-c) XRD patterns of 
the Bi2Sr2Co2Oy films on Al2O3 grown at 750 C (b) and 625 C (c), respectively; (d) TEM 
image of film grown on Al2O3 substrate at 750 C; (e) XRD pattern of a grounded Bi2Sr2Co2Oy 
crystal. Inset is the grown crystal by floating zone method. 
3.3 Thermoelectric Properties of Bi2Sr2Co2O9 Single Crystals and Thin Films 
Figure 3-2 (a) displays the temperature dependence of electrical resistivity () of 
Bi2Sr2Co2Oy thin films with the thickness of 1000 Å between 100 and 400 K.  For all our film 
samples, resistivity increases with decreasing temperature.  Such semiconducting behavior is 
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quite different from the films that grown on LaAlO3 or fused silica which show metallic behavior 
above ~100 K 
77, 78
. Quantitatively,  for our films initially decreases with decreasing growth 
temperature then increases after reaching the minimum for the film grown at 700 C. Such non-
monotonic behavior between resistivity and growth temperature is unexpected. As these films 
were deposited under the same atmosphere (0.03 torr oxygen pressure), the major difference 
between them would be the reduction of unknown phases with decreasing the growth 
temperature, which would lead to the monotonic change of  with the growth temperature.  It is 
possible that the growth temperature impacts the oxygen content y. With the fixed growth 
temperature but varied oxygen pressure, electrical resistivity becomes higher than presented in 
Figure 3.2(a). We thus consider that the growth condition for the film grown at 700 C is optimal 
on the Al2O3 subtract.  Note that  for the film grown at 700 C is (1) almost temperature 
independent, and (2) even lower than that obtained from the film grown on LaAlO3 
77, 78
.  This 
suggests that strain due to subtracts may play certain role in physical properties of Bi2Sr2Co2Oy 
films. 
Figure 3-2(b) shows the temperature dependence of Seebeck coefficient (S) of the thin 
films between 100 and 400 K.  In this temperature range, S is positive for all samples, implying 
hole-dominant electrical transport. For each film, the magnitude of S increases with increasing 
temperature at low temperatures, then tends to saturate above 250 K, except the one for the film 
grown at 750 C. Similar to that is seen in electrical resistivity, S depends non-monotonically on 
the growth temperature.  For example, with decreasing growth temperature, S(T = 300 K) 
initially increases then decreases after reaching the maximum for the sample grown at 675 C.  
The maximum Seebeck coefficient (~ 120 μV/K) obtained at 400 K is comparable to the reported 
value for the film grown on LaAlO3 
77, 17
.   
57 
 
Figure 3-2(c) depicts the temperature dependence of electrical resistivity for a 
Bi2Sr2Co2Oy single crystal between 2 and 400 K.  For the as-grown single crystal,  decreases 
with decreasing temperature down to ~ 20 K with a slow upturn at lower temperatures. While 
theoretical calculations suggest that Bi2Sr2Co2O9 has metallic ground state 
8, 79
, the low-






 or pseudogap 
formation 
77, 80





. From this point of view, our as-grown single crystals are closer to stoichiometry.  To 
confirm, the as-grown single crystal was annealed at 500 C in Ar atmosphere for 50 hours.  
Such annealing is expected to reduce oxygen, i.e., forming Bi2Sr2Co2O9-δ with y = 9 - δ < 9. As 
shown in Figure 3-2(c), resistivity of the Ar-annealed single crystal exhibits non-metallic 
character (d/dT < 0), similar to that seen in our films (Figure 3-2(a)) and the film on silica 
16
. 
Thus, it is conceivable that the upturn of electrical resistivity is related to oxygen deficiency. 
From this point of view, the film grown at 700 C is also close to stoichiometry. 
In addition to the annealing effect in electrical resistivity, Bi2Sr2Co2Oy single crystals 
reveal interesting features in Seebeck coefficient (S). Figure 3-2(d) shows the temperature 
dependence of S for both as-grown and Ar-annealed Bi2Sr2Co2Oy.  Note that S increases with 
increasing temperature without sign of saturation in both cases, which is different from that in 
films (Figure 3-2 (b)).  On the other hand, S is enhanced upon the annealing of the single crystal 
in Ar atmophere, reaching ~ 135 V/K at 400 K.  The increase of both resistivity (Figure 3-2 (c)) 
and S (Figure 3-2(d)) suggests that Ar annealing reduces carrier concentration in single crystals. 
According to previous studies 
74, 81
, the conduction carriers in Bi2Sr2Co2O9 are hole dominant.  




Figure 3-2 Temperture dependence of electrical resistivity (a) and thermpower (b) of the 
films grown at 625, 650, 675, 700, 750 C, respectively; (c-d) are temperature dependence of 
resistivity (c) and Seebeck coefficient (d) of the as-grown and Ar-annealed single crystal samples. 
To confirm the carrier type, Hall effect measurements are performed, which reveal 
positive Hall coefficient (not shown). This is consistent with the positive S shown in Figure 3-2, 
indicating that the conduction carrieres are indeed hole dominant. Figure 3-3(a) shows the 
temperature dependence of carrier concentration deduced from Hall coefficient. Among films, 
the carrier concentration tends to decrease with decreasing temperature with the magnitude 
varying between 10
16




 (film grown at 675 C). The carrier 
concentration of the annealed single crystal exhibits similar temperature dependence as those 
films, consistent with the semiconducting behavior revealed by electrical resistivity. In contrast, 
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the carrier concentration for the as-grown single crystal decreases with increasing temperature 
due to the metallic conduction. To understand the relationship between carrier concentration and 
electrical conduction, we plot room-temperature  versus n in Figure 3-3(b). For films, the trend 
is obvious: higher carrier concentration corresponds to lower electrical resistivity. While crystals 
show similar trend, their resistivities are roughly three times higher than that of films with the 
same carrier concentrations. It is likely that the resistivity for our single crystals is overestimated 
due to error introduced by geometrical configurations, as previous report gave much smaller 
resistivity for single crystals with similar (T) profile 82.  




) is usually explained 

















. In the simplest case, the 
optimum Seebeck coefficient is expected to reach 2kB/e = 170 V/K (kB is the Boltzmann 




. While the carrier concentration for as-grown single crystals and films grown at 675 C is at 
the optimal level, their Seebeck coefficient is in the order of 110 V/K (at 300 K), lower than the 
expected value.  
Interestingly, annealing our Bi2Sr2Co2Oy single crystals in Ar results in the enhanced 
Seebeck coefficient (Figure 3-2(d)) but increased resistivity (Figure 3-2(c)) and reduced carrier 
concentration (Figure 3-3(a)). This is a typical trend seen in bulk materials. The variation of  
and S observed in films seems different from that in single crystals.  Compared to single crystals, 
a film deposited in the LaAlO3 substrate reveals lower  and higher S, while the film deposited 
in silica has higher  and lower S 
16
. For comparision, we plot both (T = 300 K) and S(T = 300 
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K) for our films in Figure 3-3(c).  Remarkably, upon the variation of the growth temperature, 
(T = 300 K) and S(T = 300 K) exhibit opposite trend, i.e., a film with higher S has lower  and 
vice versa.  We recall that there is similar trend in NaxCoO2, in which Seebeck coefficient 
increases but electrical resistivity decreases with increasing x in the range of 0.55 ≤ x ≤ 0.75 
84
. 
Obviously, the combined high S and low  would lead to high power factor, S2/ρ, which is in 
favor of thermoelectric performance.   
 
Figure 3-3 (a) Temperature dependence of carrier concentration n deduced from Hall 
coefficient for as-grown and annealed crystals, and films grown at 625 C, 650 C, 675 C, and 
750 C; (b) Electrical resistivity versus carrier concentration at T = 300 K; (c) The growth 
temperature dependence of thermpower and electrical resistivity of films at 300 K; (d) The 
power factor of films and crystals compared to reported results from samples with various forms 
(whiskers Ref.a,b 
85, 86
, films Ref.c, d 
77, 78
, single crystals Ref.e
29





As pointed out by Ierasaki 
83
, although Seebeck coefficient has been discussed with the 
Heikes formula for transition-metal oxides, little is known on how the electrical resistivity is 
described in the same condition. For the system with non-metallic conduction, the power factor 
is expected to be independent on the carrier concentration 
83
. This is apparently not true for 
Bi2Sr2Co2Oy films as shown in Figure 3-3(d): S
2
/ρ for film grown at 700 C is more than 5 times 
larger than that for the film grown at 625 C. For comparison, Figure 3-3(d) also shows power 
factor obtained from Bi2Sr2Co2Oy in other forms including polycrystals, single crystals, and 
wishers. It can be seen that S
2
/ρ depends not only on sample in each form but also on sample 
dimensionality. Overall, lower dimensionality is in favor of high power factor, consistent with 
the theoretical prediction 
 87
.  
With reduced dimensionality, the thermal conductivity (κ) of a system is usually reduced 
because of enhanced phonon scattering 
87
. When material is prepared in forms other than bulk, it 
is also techniqually challenge to accurately measure κ. Thermal conductivity obtained from 
single crystals may be considered as the upper bound of thin films. Figure 3-4(a) shows the 
temperature dependence of in-plane thermal conductivity of Bi2Sr2Co2Oy single crystals before 
and after annealing between 100 and 400 K. Both increase with increasing temperature, and are 
almost coincident with each other. It is worth noting that the magnitude of theraml conductivity 
is much lower than that for Na0.5CoO2 compound 
18
, which can be attributed to its misfit crystal 
structure and thick block layer (Bi2Sr2O4). Since the thermal conductivity for both as-grown and 
annealed samples remians unchanged, the electronic contribution to κ is neglegible, i.e., the total 
thermal conductivity is mainly contributed from phonon. Therefore, we estimate the figure of 
merit ZT for single crystals and films using thermal conductivity presented in Figure 3-4(a). 
Figure 3-4(b) displays the temperature dependence of ZT, which increases with increasing 
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temperature. At room temperature, the ZT of the as-grown crystal is about 0.02. After annealing, 
ZT decreases due to poor electrical resistivity. The film has significantly higher ZT than crystals, 
reaching 0.12 at 400 K. 
 
Figure 3-4 The temperature dependence of thermal conductivity (a) and figure of merit ZT (b) 
of as-grown and annealed single crystals.  The ZT of the film grown at 700 C is estimated using 
thermal conductivity shown in (a). 
In summary, we have investigated the thermoelectric properties of Bi2Sr2Co2Oy in both 
the thin-film and single-crystal forms. While all films were grown under the same oxygen 
atmosphere, their Seebeck coefficient, resistivity, and carrier concentration vary non-
monotonically with growth temperature. This indicates that property change cannot be simply 
due to impurity phase seen in films grown at high growth temperatures. Remarkably, the 
Seebeck coefficient and electrical resistivity of these films vary with growth temperature in 
opposite trend: Seebeck coefficient increases while electrical resistivity decreases. This provides 
great opportunity to tune power factor, which reaches the maximum in the film grown at 700 C, 
which is much higher than that for single crystals. Based on the thermoelectric property 
measurements on single crystals, oxygen vacancy is one of factors that impact the thermoelectric 
performance in this material. Overall, samples under confined dimensionality show better 
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thermoelectric properties. Although all films display non-metallic behavior, the high Seebeck 
coefficient and low thermal conductivity and metallic conduction seen in single crystals strongly 
suggest that it is possible to improve the thermoelectric performance of Bi2Sr2Co2O9 when 
















 Synthesis, Structure and Electrical Properties of PdCoO2 Chapter 4
4.1 Crystal Structure of PdCoO2 
 The obtained single crystal by metathetical reaction is typically hexagonal, as shown in 
Figure 2-1. The schematic crystal structure is shown in Figure 4-1(a). The XRD pattern of 
several pieces of single crystals exhibit strong c axis preference, as shown in Figure 4-1(b).  

















Figure 4-1 (a) Crystal structure of PdCoO2. (b) XRD pattern of the PdCoO2 single crystal.   
Refined crystal structure of single crystal XRD result is tabulated in Table 4-1. PdCoO2 
crystallize in the trigonal R-3m1 (no.166). It forms layered structure consisting of CoO2 layers 
and Pd layers. These layers stack along the c axis which is consistent with the XRD result. 
Table 4-1 Crystal structures of PdCoO2 with the space group Trigonal, R-3m1 (Hexagonal) 
at 293K determined by single crystal X-ray diffraction. The lattice parameters are a = b = 
2.8303(3) Å and c = 17.753(2) Å. R = 0.031, wR = 0.082. 
atom site x y z Uiso/Ueq 
Pd 3a 0 0 0 0.0070(2) 
Co 3b 0 0 0.5 0.0053(2) 





4.2 Electrical Resistivity of PdCoO2 
Figure 4-2 shows the electrical resistivity measurements of several selected single 
crystals. Three samples #1, 2 and 3 were measured along the ab plane. As shown in Figure 4-2 
(a), all three samples are metallic. They are illustrated in logarithmic scale to better show the 
strong temperature dependence of the ab plane resistivity in the whole temperature range.  



















































































































Figure 4-2 Electrical resistivity measurements of (a) samples #1, 2, and 3 along ab plane, (b) 
samples #3 along ab plane, (c) samples #4, and 5 along c axis and (d) sample #4 along c axis. 
The inset in (b) and (d) is the enlarged result from 0 to 50 K. 
At room temperature, all three samples have a magnitude of a few μΩ cm which is close 
to reported values.
36, 88-91
 However, the low temperature resistivity (residual resistivity) shows 
strong sample dependence. As temperature approaching 0 K, the resistivity is attributed to the 
impurities scattering which is dominant at very low temperatures. Hence, the residual resistivity 
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as well as ρ(300K)/ρ(2K) could indicate the quality of single crystals. For all the three samples, 
ρ(300K)/ρ(2K) is 406, 81, and 177, respectively. We choose sample #1 for further analysis.  
The resistivity of sample #1 decreases to the order of nΩ cm at low temperatures. Above 
50 K, the resistivity exhibits linear temperature dependence, which is attributed to the electron-
phonon coupling.
90
 At low temperatures, as shown in the inset in Figure 4-2(b), the resistivity 













.  For a normal metal, resistivity usually has a T
2
 term at very low temperatures, due to 
electron-electron scattering. The T
5
 term comes from electron phonon coupling at low 
temperatures. 
Figure 4-2 (c) shows the electrical resistivity along the c axis for samples #4 and 5. 
Similarly, strong temperature dependence was found. ρc(300K)/ρc(2K) is 40 and 238 for sample 
# 4 and 5, mainly due to large difference of residual resistivity at low temperatures near zero. 
Figure 4-2(d) shows the resistivity at low temperatures (inset) and the whole temperature range. 
As shown in the inset, low temperature resistivity can be fitted well with the form 𝜌 = 𝑎 +
𝑏𝑇2 + 𝑐𝑇5, where bT2 and cT5 terms correspond to the electron-electron scattering and electron-









.  At high temperatures, the resistivity exhibits linear temperature dependence which is 
also due to electron phonon coupling. 
 It is worth noting that ρab only has the order of  nΩ cm at low temperatures, 
corresponding to a transport mean free path of a few microns. This can be also interpreted as 
defect density which is in the order of one per 10
5
 for PdCoO2. This is a remarkable value for 
flux-grown single crystals. 
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 Thermoelectric Properties of Sr3(Ru1-xMnx)2O7 Single Crystals Chapter 5
5.1 Effect of Mn Doping in Sr3(Ru1-xMnx)2O7 
Sr3Ru2O7 crystallizes with a tetragonal structure with space group I4/mmm. Two 
distorted SrRuO3 layers stack along the c axis, separated by SrO layers, as shown in Figure 
5-1(a). The RuO6 octahedra are connected to each other by the way of corner-sharing.   
 
Figure 5-1 (a) Schematic picture of Sr3Ru2O7, RuO6 are connected to its neighbor by corner 
sharing. (b) Selective picture of grown Sr3(Ru1-xMnx)2O7, the ruler scale shown is 1 cm. (c) XRD 
result of the single crystal piece of Sr3(Ru1-xMnx)2O7. The index labeled is based on the standard 
pattern for Sr3Ru2O7.  
As revealed by powder neutron diffraction measurement, the octahedron has a rotation of 
6.8 ° about the c axis, and the Ru-O-Ru angle is about 165 °.
57
 As revealed by single crystal X-
ray diffraction measurement, upon Mn doping on the Ru site, the unit cell volume shrinks and 
the rotation angle becomes smaller and disappear when Mn doping level is above 16%. In this 
work, Sr3(Ru1-xMnx)2O7 (x = 0.025, 0.06, and 0.016) single crystals are grown by floating zone 
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technique. The single crystals are easily cleaved along the c axis, as demonstrated in Figure 
5-1(b). XRD result in Figure 5-1(c) of the single crystal confirms the c axis orientation of the 
surface.   
At low temperatures with low and high magnetic fields, the electrical resistivity was 
observed to follow 𝜌𝑎𝑏(𝑇) = 𝜌𝑟𝑒𝑠 + 𝐴𝑇
𝛼  where α depends on the temperature and magnetic 
field. As T approaches O K, α is found to be 2 at low fields, indicating Fermi liquid behavior.
92, 
93
 By partially substituting Ru with Mn, the compound changes from metal to insulator. There 
are some features: (1) the metal-insulator transition is related to an applied magnetic field; (2) the 
magnitude of electrical resistivity increases significantly with Mn doping level; 
60
 (3) The metal-
insulator transition temperature increases with Mn doping level.
50
 In this work, we chose 
different Mn doping. As shown in Figure 5-2(a), for x = 0.025, the electrical resistivity exhibits 
metallic behavior where dρ/dT remains positive in the whole temperature range. At x = 0.06, the 
metal-insulator transition occurs around 20 K. With high value of x = 0.016, the metal-insulator 
transition is pushed to high temperatures around 140 K. Optical conductivity measurement 
suggests Mn doping opens a gap that induces the metal-insulator transition.
60
  
5.2 Thermoelectric properties of Sr3(Ru1-xMnx)2O7 Single Crystals 
Figure 5-2(b) shows the Seebeck coefficient measurements of Sr3(Ru1-xMnx)2O7 single 
crystals. In the whole temperature range, the Seebeck coefficients are positive for all different 
Mn doping levels, indicating the existence of hole-dominated carrier. Above 100 K, the Seebeck 
coefficients for all x linearly increase with temperature with very small rate, though there is a 
sudden jump around 300 K for x = 0.025. This linear behavior indicates metallic nature of the 
crystals, which is consistent with the electrical resistivity results. Though the difference is small, 
the Seebeck coefficient is enhanced by higher Mn doping level. This trend is similar to that in 
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electrical resistivity which increases with Mn doping level. But the magnitude of the variance in 
Seebeck coefficient by Mn doping is much smaller compared to that in electrical resistivity. 
Thermal conductivity values of all the single crystals with different doping levels coincide above 
room temperature and increase with increasing temperature.  
























































































Figure 5-2 (a) The temperature dependence of ab plane electrical resistivity of Sr3(Ru1-
xMnx)2O7 with different doping levels. The x = 0.025 is done by this work while the others are by 
Biao et al.
50
 (b)(c)(d) Temperature dependence of Seebeck coefficient, thermal conductivity and 
figure of merit ZT for Sr3(Ru1-xMnx)2O7 with x = 0.025, 0.06 and 0.16. 
Figure 5-2(c) shows the thermal conductivity measurement performed simultaneously 
with Seebeck coefficient measurement. The thermal conductivity below 300 K for x = 0.025 
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single crystal decreases first then slightly increase with decreasing temperature. At low 
temperatures, there is an abrupt drop. The thermal conductivity values for other two doping 
crystals decrease with decreasing temperature. And the thermal conductivity for x = 0.16 single 
crystal drops much faster at low temperatures. Overall, we find that Mn doping significantly vary 
the electrical resistivity but the Seebeck coefficient and thermal conductivity do not change too 
much, especially at high temperatures. These can be reflected in the temperature dependence of 
figure of merit ZT, as shown in Figure 5-2(d). The values ZT for x = 0.06 and x = 0.16 are 
almost the same, but the value for x = 0.025 is higher, mainly due to the much lower electrical 
resistivity than that of the two higher doping crystals. 
For correlated systems, Seebeck coefficient depends on the entropy that is related to the 
degeneracy of carriers.
94
 High temperature limit of Seebeck coefficient of a system of interacting 
localized carriers is governed entirely by the entropy change per added carrier. Mn impurities in 
Sr3Ru2O7 are suggested to act as Mn
3+
 by x-ray absorption spectroscopy (XAS), in the way that 
the energy position of the L2,3 absorption edge is very close to that in LaMnO3.
58
 However, X-ray 
photoelectron spectroscopy (XPS) of Mn-doped Sr3Ru2O7 shows that the Ru 3p core levels 
remain identical with different Mn doping, indicating that the valence of Ru is not changed by 
Mn doping.
95
 Hu et al. suggest that Mn is in the oxidation state of Mn
4+
, independent of x, with 
unchanged band filling.
50
 This can explain the Seebeck coefficient values are very close for 
different x, since the degeneracy related with band filling and spin of ions barely changes upon 
different doping levels. Moreover, the XPS result also reveals the enhanced electron localization 
by Mn doping.
95
 From this point of view, the slightly increased Seebeck coefficient may be 
related to the electron localizations since Mn is more localized compared to Ru. Optical 
conductivity measurements suggest that Mn doping narrows the bandwidth.
60
  Hence density of 
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states increases upon Mn doping which can account for the enhancement of Seebeck coefficient 
by Mn doping.   
For the family of Srn+1RunO3n+1, as n increases, the dimensionality increases. The 
Seebeck coefficient for different n, as shown in Figure 5-3, has a minimum value at n =2. Larger 
n members have stronger hybridization, resulting in larger band width W. The electron-electron 
correlation becomes weaker since the effective Coulomb energy U/W is smaller for larger n. For 
correlated systems, the Seebeck coefficient usually depends on the degeneracy and has a larger 
value compared to simple metal. Interestingly, as n increases, the density of states N(EF) also 
increases and becomes sharper in the vicinity of EF. The sharp distribution of density of states 


















































 Magnetic, Electrical and Thermal Properties of BaMn2Sb2 Chapter 6
BaMn2Sb2 crystallizes in tetragonal ThCr2Si2-type structure
96, 97
. This is isostructural to 
the AFe2As2 (A=Ba, Sr, Ca and Eu) family and BaMn2Pn2 (Pn = As, P, Bi) family.
98-107
 The 
former family have been found to show superconductivity on doping or by application of 
external pressure. 
108-110
 In contrast to the AFe2As2 family, BaMn2Pn2 has semiconducting or 
insulating ground states and has no structural transition.
103, 105, 107
 BaMn2As2, with a AF ground 
state, is suggested to have intermediate behaviors between itinerant antiferromagnets AFe2As2 
and the local moment antiferromagnetic insulator La2CuO4.
105, 111
 The comparison with these 
compounds could help understand the relationship between magnetism and thermoelectricity.
112
 
BaMn2Sb2 was first synthesized in 1979.
96
 Temperature dependence of magnetization was 
measured up to 300 K, and predicted to be G-type antiferromagnet.
97
 The Neel temperature and 
ordered moment are still unknown. Strong spin dependent hybridization between Mn d states and 
Sb p states was reported, which is not favorable for high carrier mobility.
63
  On the other hand, 
BaMn2Sb2 was reported to have large Seebeck coefficient of ~ 225 μV/K at room temperature, 
though with poor electrical conductivity.
64, 65
 In this work, we report the neutron scattering 
measurement of single crystals to reveal the magnetic structure. We also report the thermal 
transport properties to help understand possible connection between thermoelectric properties 
and magnetism. 
6.1 Synthesis and Structure 
Single crystals of BaMn2Sb2 was grown out of Sn flux method. Ba rod (Alfa Aesar 
99+%), Mn powder (Alfa Aesar, 99.95%), Sb powder (Alfa Aesar, 99.999%), and Sn powder 
(Alfa Aesar, 99.995%) were taken in the ratio of (1:2:2:5) and placed in alumina crucible. The 
mixing was performed in a nitrogen-filled glove box. Then the crucible was sealed in an 
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evacuated quartz tube. The whole assembly was first sintered at 1180 ℃ for 15 h and then slowly 
cooled down (5℃/h) to 700℃. At this temperature, the sealed quartz tube was taken out from the 
furnace, spun in a centrifuge immediately and quenched to room temperature. Sn flux was well 
separated. High yield of plate-like single crystals with surfaces over 5 mm × 5 mm were obtained 
which are very malleable and easily bent, as shown in Figure 2-2. 
The compositions were checked using wavelength dispersive spectroscopy (WDS) on 
cleaved surfaces of the crystals. Figure 6-1 shows the WDS result of the compound. Only Ba, 
Mn and Sb can be found with little Sn. The average elemental ratio was found to be Ba: Mn: Sb: 
Sn = 20.2: 39.2: 40.4: 0.2 which is consistent with 1:2:2 stoichiometry for the BaMn2Sb2 
compound. The inclusion of Sn is negligible. Moreover, extremely strong peaks along (00l) from 
the XRD pattern can be observed on the flat surface of crystal, indicating that the largest surface 
is the ab plane. The crystal structure of the crystals were identified using power X-ray diffraction 
(XRD) with Cu Kα (λ=0.15418 nm) radiation at room temperature. The XRD pattern was 
scanned in the range from 5º to 90º with a 0.02º step size.  
From XRD result, we found no impurity phases in our crystals, as shown in Figure 6-2. 
For single crystal neutron scattering measurement, the initial unit cell parameters were taken as 
reported for BaMn2Sb2 (ThCr2Si2 structure, space group I4/mmm).
113
 The final unit cell 
parameters and atomic positions were calculated from the reflections obtained at 6 K. The 
obtained unit cell parameters at 6 K are a = b = 4.412(2) Å, c = 14.414(8) Å which are close to 
the reported room temperature cell parameters.
97
 The BaMn2Sb2 single crystals tend to cleave 





Figure 6-1 WDS result of the compound BaMn2Sb2. Different colors represent the collecting 
data point by different crystal detectors. They are LIF (blue), TAF (magenta), and PETH (green), 
respectively. The electronic core levels of the element Ba, Mn, Sb are labeled.  
6.2 Thermoelectric Properties of BaMn2Sb2 Single Crystal 
Electrical resistivity was measured via the four-probe method on a piece of single crystal 
(~2mm×4mm×0.6mm). Big crystals were cut into rectangular shape (~3mm×10mm×0.6mm) for 
ab plane thermoelectric property (Seebeck coefficient S and thermal conductivity κ) 
measurements. Electrical resistivity measurements were performed separately to avoid the effect 



















Figure 6-2 XRD result of powder crushed from BaMn2Sb2 crystal at room temperature. The 
standard pattern is also shown for comparison.  
The thermoelectric properties were characterized in the ab plane only due to the 
limitations of plate like crystals. As shown in Figure 6-3, the Seebeck coefficient of pure 
BaMn2Sb2 is negative between 75 K and 300 K. Above 300 K, it becomes positive and the 
magnitude increases with increasing temperature. Below 75 K, it increases with decreasing 
temperature but turns down around 45 K. This change of Seebeck coefficient sign from negative 
to positive implies that the charge carriers change from electron-dominant to hole-dominant. 
However, this is quite different from the one reported that shows ~225 μV/K at room 
temperature.
64
 When both hole and electron contribute to the transport, the total Seebeck 
coefficient can be represented by the Mott relation: 𝑆 =
𝑆𝑛𝜎𝑛+𝑆𝑝𝜎𝑝
𝜎𝑛+𝜎𝑝
, where Sn,p, σn,p are the 
Seebeck coefficient and electrical conductivity for n-type and p-type carriers, respectively. Since 
Sn and Sp have opposite signs, the magnitude of total Seebeck coefficient is small at low 
temperatures. The temperature dependence of Seebeck coefficient is very similar to that of 
Ba(Fe1-xRux)2As2.
114
 The pure BaFe2As2 is negative below 300 K. By doping Ru at Fe sites, the 
Seebeck coefficient exhibits a negative minimum first and then shows a positive maximum with 
decreasing temperature. The thermal conductivity was measured simultaneously, as shown in 
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Figure 6-3. The curve shows phonon peak at low temperatures at around 60 K with maxima 
value of about 10 W/Km, similar to that of BaMn2Bi2.
104
 Above 60 K, the thermal conductivity 
gradually decreases with increasing temperature until 250 K. Then the thermal conductivity 
begins to increase.   




























Figure 6-3 Thermal conductivity (a) and Seebeck coefficient (b) of BaMn2Sb2 measured 
from 30 K to 380 K. 
The ab plane resistivity of BaMn2Sb2 is shown in Figure 6-4(a). Note that it increases 
with decreasing temperature, indicating its semiconducting nature. However, the change is much 
slower below 200 K. To analyze the temperature dependence of electrical resistivity, we 
quantitatively fit the curve. In Figure 6-4(b) the ab plane conductivity data was fitted using the 
formula σ = 𝜎0 + 𝐵𝑒𝑥𝑝(−
∆
2𝑘𝐵𝑇
)  where σ0 and B are constants, kB is the Boltzmann constant 









, and Δ = 0.411 eV. At low temperatures, we fit the ab plane resistivity as 
shown in Figure 6-4(c) and obtain ρ =  − 6.47(5) lnT +  77.2(1) Ω-cm. This crossover from 
activated exponential to the logarithmic temperature dependence imply anomalous scattering rate 
temperature dependence, quite similar to the behavior of Ba2Mn2Sb2O.
115
 Origin of the scattering 
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in Ba2Mn2Sb2O can be attributed to a phase transition in ab plane at around 60 K, confirmed by 
both magnetic susceptibility measurement and specific heat measurement. In our BaMn2Sb2 
compound, however, the situation is different. Though BaMn2Sb2 has antiferromagnetic ground 
state, there is no sign of phase transition observed in specific measurement. 
 
 
Figure 6-4 (a) Ab plane resistivity of BaMn2Sb2 measured from 5 K to 390 K. (b) σ versus 
inverse temperature with fitting in the ranges from 390 K to 100 K. The red solid lines are fitted 
to σ = σ0 + Bexp(-Δ/2kBT). (c) At low temperatures, the resistivity is fitted by ρ = AlnT + B. 
6.3 Magnetic Properties of BaMn2Sb2 Single Crystal 
Small single crystals from the same batch were picked for magnetic susceptibility 





Design) from 5 K to 400 K along both the ab plane and the c axis. The temperature dependence 
of magnetic susceptibility χ = M/H of BaMn2Sb2 measured along both the ab plane and the c axis 
at 1000 Oe is shown in Figure 6-5(a). Along the ab plane, χ increases gradually with decreasing 
temperature up to 700 K which decreases with a larger slope above 450 K, as shown in the inset. 
Along c axis χ decreases first and has a minimum at around 150 K, different from previous report 
(75 K).
97





  Above this temperature, the magnetic susceptibility increases with 
temperature. Below the minimum, there is an upturn at very low temperatures.  





























































Figure 6-5 (a) Temperature dependence of magnetization M measured at 1000 Oe. Along ab 
plane, the measurement was done from 2 to 700 K while along c axis the temperature was from 2 
K to 400 K. The inset shows the magnetic susceptibility along ab plane from 350 K to 700 K. (b) 
Magnetization M versus applied magnetic field H isotherm measured at 2 K. 
At very low temperatures, the magnetic susceptibility along the ab plane and the c axis 
crosses. This is quite different from the magnetic susceptibility of BaMn2Bi2 and BaMn2As2 
along ab plane that is temperature independent below 400K.
116, 117
 Moreover, as shown in Figure 
6-5(b), the magnetization versus applied field along both the ab plane and the c axis shows linear 
behavior at 2 K. 
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6.4 Single Crystal Neutron Scattering Measurement of BaMn2Sb2 
Single crystal neutron diffraction measurements were performed at the HB-3A four-circle 
diffractometer at the High Flux Isotope Reactor at the Oak Ridge National Laboratory. The 
incident neutron has wavelength of 1.005 Å. A piece of plate-like (26.2 mg) crystal was used for 
single crystal structure and magnetic structure determination. The crystal was placed on an Al 
holder with aluminum foil in an evacuated sample space. The propagation vector is (0, 0, 0). A 
furnace was installed so that the measurements can be performed in the range from 6 K to 800 K. 
The compound BaMn2Sb2 has a tetragonal structure with the space group I4/mmm (space 
group 139). Figure 6-6 shows the measurements of nuclear or magnetic reflections of the single 
crystal at different temperatures. Notice that the intensity profiles are fitted by two Gaussian 
peaks that correspond to two different single crystal domains in this layered compound.  As 
shown in Figure 6-6(a) and (c), the reflections (1 1 0) and (0 0 2) are nuclear reflections since the 
intensities remain almost constant over all temperatures. There are also gradual shift of the 
Gaussian peak to the lower 2θ at higher temperatures, indicating larger lattice parameters due to 
thermal expansion. In contrast, both (1 0 1) and (3 1 0) reflections have vanishing intensities on 
warming to high temperatures, indicative of a magnetic phase transition. Note that the intensity 
of (3 1 0) reflection remains even warming up to 680 K, suggesting a nuclear Bragg peak. In fact, 
from the temperature dependence of the peak intensities (Figure 6-7(b)) we can observe that the 
intensity gradually decreases with increasing temperature with a transition at around 443 K. In 
contrast, at high temperatures, the intensity of reflection (1 0 1) almost vanished above 460 K. 















































































































Figure 6-6 Measurements of the (a) (1 1 0), (b) (1 0 1), (c) (0 0 2) and (d) (3 1 0) reflections 
at different temperatures. The peaks are fitted by the sum of two Gaussian peaks that correspond 
to two possible single crystal domains. 
The magnetic order parameter was measured from 6 K to 760 K, as shown in Figure 
6-7(b). The temperature dependence suggests that the magnetic transition is second order in 
nature. By fitting the data above 350 K using a power law μ(T)=μ0(1-T/TN)
β
, we can obtain the 
fitting parameters TN=443.3(2)K and β=0.68(1), close the value for 3D Heisenberg 
antiferromagnetic model. This value agrees with the trend that BaMn2Pn2 has lower TN with 






A set of nuclear and magnetic reflections were measured at T = 6 K by ω scans. The 
integrated intensities were corrected by Lorentz factor. Then the refinement was performed by 
Rietveld method using the FULLPROF package with common profile parameters for both 
nuclear and magnetic structures. The refined crystal structure is shown in Table 6-1. Magnetic 
representation analysis is performed to choose appropriate basis vectors to describe the magnetic 
spin structures.  
Table 6-1 Crystal structures of BaMn2Sb2 with the space group I4/mmm (no. 139) at 6K 
determined by single crystal neutron scattering at HB-3A. The lattice parameters are a = b = 
4.393(7) Å and c = 13.84(3) Å. RF2 = 8.70, RF2w = 9.94, RF = 4.98, χ
2
 = 1.27. 
atom site x y z Uiso (Å
2
) 
Ba 2a 0 0 0 0.242(150) 
Mn 4d 0 1/2 1/4 0.423(104) 
Sb 4e 0 0 0.36643(37) 0.283( 96) 
 
The determined magnetic structure by Rietveld refinements in the crystallography 
(ThCr2Si2 type) has easy axis along the c axis. Four Mn atoms (0 1/2 1/4), (1/2 0 3/4), (1/2 0 1/4) 
and (0 1/2 3/4) in the unit cell are aligned antiferromagnetically, as shown in Figure 6-7(a), 
forming a G type antiferromagnet. This refinement result is similar to the magnetic structure of 
BaMn2As2, however, different from the ab plane checkerboard type model predicted.
97, 105
 From 
the refinement, we obtained the ordered moment at T=6 K is μ=3.83(3) μB, lower than the high-








BaMn2As2 and BaMn2P2 are another two isostructural compounds with identical 
magnetic structure. They have similar values, e.g., BaMn2As2 has ordered moment μ=3.88(4) 
μB/Mn at T=10 K and the value for BaMn2P2 is μ=4.2(1) μB/Mn. The main reason for this 
moment reduction was suggested to be the Mn d-Sb p hybridization that the Mn d electron count 








 On the other hand, in the AFe2As2 the values 
were found to be 0.2 – 1.0 μB/Fe which is attributed to the itinerant nature of magnetism.
118
 The 
antiferromagnetic structure was a “stripe structure” where the nearest-neighbor (NN) Fe spins are 
parallel along one basal-plane axis while antiparallel along the other.  
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Figure 6-7 (a) Magnetic structure of BaMn2Sb2 obtained by refinement using FULLPROF 
package. (b) The temperature dependence of order parameter from 6 K to 760 K. The red solid 
line is the fitting of μ(T)=μ0(1-T/TN)
β
. 
Between two sublattice of this structure are next-nearest-neighbor (NNN) interactions.
119
 
Within a local moment Heisenberg interaction model, the G-type magnetic structure in AFe2As2 
compounds can be stabilized if the fourfold AF (NNN) interactions J2 are dominant over the AF 
(NN) interactions J1, in other words, J2≥J1/2.
120
 In contrast, as shown in Figure 6-7(a), the Mn 




G-type magnetic structure can have NN interactions only, without NNN interaction that are 
dominant in FeAs-based compounds. This phenomenon has been observed in BaMn2As2.
105
  
Figure 6-8 shows the temperature dependence of heat capacity for BaMn2Sb2. There is no 
anomany up to 300 K, indicating no phase transition from 2 K up to 300 K. The heat capacity at 
about 300 K is 127 J/mol-K, which is close to the classical Dulong Petit heat capacity value 
given by C=3nR ~ 125 J/mol-K, where n is the number of atoms per formula and R is the molar 
gas constant.  
 
Figure 6-8 The temperature dependence of heat capacity for BaMn2Sb2 from 2 K to 300 K. 
Inset shows C(T)/T versus T
2
 data below 5 K and linear fit by the expression C/T=βT
2
. 





From the linear fit of C(T)/T versus T
2
 by expression C/T = βT
2
, the lattice constributions to the 
heat capacity were estimated to be β=0.0011(1) J/K
4
mol. Assume the βT
2
 term arises only from 
the lattice heat capacity, we can estimate the Debye temperature from the obtained β value above 
using the expression Θ𝐷 = (
12𝜋4𝑅𝑛
5𝛽
)1/3, where n is the number of atoms per formular (n=5 for 
BaMn2Sb2)
121
. θD = 207K was obtained for BaMn2Sb2. Note that, BaMn2Sb2 is 
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antiferromagntically orderred at low temperatures, thus the excitations of antiferromagnetic spin 
waves my also contribute to β.
122
  
To summarize, BaMn2Sb2 crystallizes in the tetragonal ThCr2Si2-type structure with 
lattice parameters. The magnetization versus temperature and field reveals that there is no long 
range ordering in the compound. Indeed, neutron scattering measurement suggests that 
BaMn2Sb2 is a G-type antiferromagnet with easy axis along c axis. The Mn atoms have ordered 
moment μ=4.0(5)μB at T = 6K. Within a local moment picture, NN interactions in BaMn2Sb2 are 
dominant whereas NNN interactions are dominant in the tetragonal phase of the AFe2As2 
compounds. Moreover, the magnetic transition is second-order in nature without structural 
distortion, as confirmed by both neutron scattering along (008) scan and specific measurement. 
The linear fitting of C(T)/T versus T
2
 from 2K to 5K gives β=0.0011(1) J/K
4
mol. Debye 
temperature estimated from β is θD = 207 K. The small Sommerfeld coefficient implies finite 
density of states as the temperature approaches zero, corresponding to the logrithmic temperature 
dependence of electrical resistivity at very low temperatures. At higher temperatures, the 
behavior of electrical resistivity agrees with semiconducting with a small band gap. The change 
of sign of Seebeck coefficient indicates the change of dominate carrier type. Thermal 




 Magnetic, Electrical and Thermal Transport of Ba2Mn3Sb2O2 Chapter 7
Single Crystal 
Recently, new types of compounds were proposed that they might serve as a parent 
compounds for high-Tc superconductivity. 
123, 124
 This type of structure contains two different 
types of layers. One layer is similar to the CuO2 layers in the high-Tc cuprate that oxygen atoms 
are located between the nearest neighbor Cu atoms. The primary bonding is Cu-O and a large 
component of O 2p contributes to the states at Fermi level. The other layer is isostructural to the 
FeAs layer in the iron pnictide superconductors. As atoms are arranged at either side of Fe 
square lattice and form tetrahedral coordination with Fe atom at center. The states at Fermi level 
are dominated by Fe d orbitals due to strong direct Fe-Fe interactions. Cuprate and iron pnictides 
have been widely studied for their high-Tc superconductivity.
125-132
 In these superconductors, 
superconductivity always appears near static antiferromagnetic (AF) order, suggesting interplay 
between the magnetism and superconductivity.  
Sr2Mn3As2O2 has two inequivalent Mn sites. The schematic crystal structure is shown in 
Figure 7.1. In the MnO2 layer, Mn(1) are fourfold coordinated by O ab plane. In contrast, the 
Mn(2) are fourfold coordinated by As in the MnAs-type layer. Sr atoms act as spacer that 
separate these two sublattice. Neutron experiments on Sr2Mn3Pn2O2 (Pn = As, Sb) confirmed 
that there are two distinct magnetic sublattices, Mn(1) and Mn(2).
133
 At high temperatures, Mn(2) 
moments undergo long range G-type antiferromagnetic ordering at Neel temperatures 340 K (As) 
and 300 K (Sb), observed in neutron scattering experiment with magnetic propagation vector k = 
(0, 0, 0). The ordered moment is 3.4 μB/Mn(2) at 4 K. At low temperatures, Mn(1) moments in 
Sr2Mn3Sb2O2 order below 65 K with k = (1/2, 1/2, 0) along <100> with ordered moment is of 4.2 





Hence the replacement of Sb element instead of As affect both Mn sublattices: Neel temperature 
of the AF ordering in Mn(2) sublattice; long range ordering establishes at low temperatures at 65 
K in Mn(1) sublattice. The temperature dependence of magnetization of Sr2Mn3Sb2O2 shows 
only a broaden maximum at 79 K, without any feature of high temperature AF ordering.
134
 There 
have been the same trend observed in Ba2Mn3Pn2O2 (Pn = P, As, Sb).
134
 Though no features 
about the high temperature ordering have been observed, the broaden maximum position moves 
to the lower temperatures with heavier pnictide atoms.
134, 135
 Moreover, the replacement of 
spacer Sr atoms by Ba also affect the magnetic properties, revealed by magnetization 
measurement. The Neel temperature for Ba2Mn3Sb2O2 was deduced as 44 K.
134
 The magnetism 
for the compound cannot be determined by the magnetic susceptibility alone. 
Herein, we report the neutron scattering measurement of the Ba2Mn3Sb2O2 to determine 
the magnetic structure that if the two distinct Mn magnetic sublattices exist. We will describe 
obtained magnetic structure model and the temperature dependence of the magnetism. We will 
also report the characterizations of the compound, such as magnetic susceptibility, electrical 
resistivity, Seebeck coefficient and thermal conductivity. 
7.1 Synthesis and Structure of Ba2Mn3Sb2O2 
Single crystals of Ba2Mn3Sb2O2 were prepared by a Sn flux method. (The BaO, Mn 
powder (99.95% pure, Alfa-Aesar), Sb (99.995%, Alfa Aesar) were Sn powder (Alfa Aesar, 
99.995%) were taken in the ratio of (2:3:2:5) and placed in high alumina crucible. Then the 
crucible was sealed in evacuated quartz tube. The whole assembly was first sintered at 1100 ℃ 
for 15 h and then slowly cooled down (5℃/h) to 700℃. At this temperature, the sealed quartz 
tube was taken out from the furnace, spun in a centrifuge immediately and quenched to room 
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temperature.) Sn flux was well separated. High yield of plate-like single crystals with surfaces 
over 5 mm × 5 mm were obtained which are very malleable and easily bent. 
The crystal structure of Ba2Mn3Sb2O2 is shown in Figure 7-1(a). Two different Mn sites 
are also labeled. The Mn(1) is in Mn-O type layer while Mn(2) is located in MnSb type layer.  















Figure 7-1 (a) Schematic picture of the crystal structure of the AE2Mn3Pn2O2 (AE =Ba, Sr, 
Pn = As, Sb) compound. (b) Grown crystal of Ba2Mn3Sb2O2. (c) XRD result of plate-like single 
crystal. The peaks are labeled with c axis diffractions of Ba2Mn3Sb2O2.  
The compositions were checked using wavelength dispersive spectroscopy (WDS) on 
cleaved surfaces of the crystals. The average elemental ratio was found to be Ba: Mn: Sb: O = 2: 
2.85 : 1.98 :1.89  which is close to stoichiometry for the Ba2Mn3Sb2O2 compound. The XRD 
result of a piece of single crystal exhibit very strong diffractions from c axis, as shown in Figure 
7-1(b).  
7.2 Thermoelectric Properties of Ba2Mn3Sb2O2 Single Crystal 
Electrical resistivity was measured via the four-probe method on a piece of single crystal 
(~1mm×2mm×0.6mm). Thin layers of Au were deposited on the surface to improve the electrical 




(~2mm×6mm×0.6mm) for ab plane thermoelectric property (Seebeck coefficient S and thermal 
conductivity κ) measurements. Electrical resistivity measurements were performed separately to 
avoid the effect of Joule heating during the thermal transport measurements.  
Figure 7-2 shows the temperature dependence of electrical resistivity for the compound 
Ba2Mn3Sb2O2. With decreasing temperature, the electrical resistivity first increases, then reaches 
a broad maximum at around 260 K. After that, the electrical resistivity decreases with decreasing 
temperature and shows a minimum at around 7 K with a residual resistivity of about 33.69 mΩ 
cm. As the temperature approaching zero, the electrical resistivity increases, suggesting the 
compound has an insulating rather than a metallic ground state. This is similar to the compound 
with FeAs type layer occupied by Mn, such as BaMn2As2, BaMn2Sb2 with small band gaps.
117
 
On the other hand, similar metallic behavior of electrical resistivity at high temperatures was 
observed in compound Sr2Mn2CuAs2O2 where the MnAs layer was partially replaced by Cu.
133
 
Based on the fact that the BaMn2As2 with Mn-occupied FeAs type layer has insulating 
background while the compound BaCu2As2 with Cu-occupied FeAs type layer shows metallic 
behavior, the presence of Cu in FeAs layer could introduce metallic ground state.
136
 However, in 
the compound Ba2Mn3Sb2O2, the mechanism may be different. The conductivity of a 
semiconductor is determined by the carrier concentration (holes and electrons) and carrier 
mobility. The temperature dependence of carrier mobility for holes and electrons could be 
different and so is the temperature dependence of carrier concentration.
137
  Moreover, the reason 
for negative coefficient at high temperatures is unknown. Similar behavior was observed in 
Sr2Mn2CuAs2O2 which was attributed to the possible high-resistivity impurity in the grain 
boundaries. However, the sample in our measurement is a piece of single crystal, indicating the 
negative coefficient behavior at high temperatures could be intrinsic.   
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Figure 7-2 The electrical resistivity measurement of Ba2Mn3Sb2O2 from 2 K to 390 K. The 
inset is the enlarged picture from 2 K to 20 K.  
As shown in Figure 7-3(a), the ab plane Seebeck coefficient was measured from 2 K to 
390 K. The measurement was performed for both cooling process and warming process and there 
is no visible difference between them. As temperature increases, the Seebeck coefficient 
increases first and then decreases with a peak-like shape at around 65 K. The value changes from 
positive to negative at around 175 K and reaches a negative minimum at about 250 K. At higher 
temperatures, the Seebeck coefficient increases with increasing temperature up to 390 K. 
Interestingly, the overall Seebeck coefficient versus temperature curve is quite similar to that of 
BaMn2Sb2, though negative Seebeck coefficient range for BaMn2Sb2 is much larger. This change 
of Seebeck coefficient sign from negative to positive implies that the charge carriers change from 
electron-dominant to hole-dominant. When both hole and electron contribute to the transport, the 
total Seebeck coefficient can be represented by the Mott relation: 𝑆 =
𝑆𝑛𝜎𝑛+𝑆𝑝𝜎𝑝
𝜎𝑛+𝜎𝑝
, where Sn,p, σn,p 
are the Seebeck coefficient and electrical conductivity for n-type and p-type carriers, respectively. 
Since Sn and Sp have opposite signs, the magnitude of total Seebeck coefficient is reasonably 
small at low temperatures. For our compound Ba2Mn3Sb2O2, the magnitude of the Seebeck 
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coefficient in the whole measurement temperature range is less than 5 μV/K. The thermal 
conductivity was measured simultaneously. The thermal conductivity gradually decreases with 
decreasing temperature with a sudden drop at 20K.  
 
Figure 7-3 (a) Seebeck coefficient and (b) thermal conductivity measurement of the 
Ba2Mn3Sb2O2 crystal from 390 K to 2 K. 
7.3 Magnetic Properties of Ba2Mn3Sb2O2 Single Crystal 
Figure 7-4(a) shows the temperature dependence of magnetic susceptibility (χ=M/H) 
measurement along the ab plane and the c axis. The measurement was performed at 1000 Oe for 
both ZFC and FC cooling process. There is no visible difference between the ZFC and FC curve 
that was observed in isostructural Sr2Zn2MnAs2O2 or Sr2Mn3As2O2.
133
  
As shown in Figure 7-4(b), the magnetization versus field shows a linear dependence. It 
also suggests the absence of the possible impurity of MnSb which is ferromagnetic with Tc 
above 300 K.
138
 On the other hand, the magnetic susceptibility increases with decreasing and 
shows a broad peak at around 67 K. This is consistent with the previous result reported.
134, 135
 

































































Figure 7-4 (a) Magnetic susceptibility measurement of the Ba2Mn3Sb2O2 crystal. (b) The 
magnetization versus field along ab plane. (c) 1/χ versus temperature. The fitting from 100 K to 
300 K gives 1/χ=57.17(7) + 0.2184(3)T. 
For the paramagnetic state, we can fit the magnetic susceptibility by Curie-Weiss 
expression χ = χ0 + C/(T-θ), where χ0 is the temperature independent term, C is the Curie 
constant C = NAμeff
2
/(3kB) and θ is the Weiss temperature, where NA is the Avogadro’s number, 
μeff is the effective magnetic moment per formula unit, and kB is Boltzmann’s constant. The χ0 
includes both diamagnetic moments from ions or diamagnetic conduction electron Landau 
orbital susceptibility and paramagnetic contributions, such as Van Vleck paramagnetism,  
paramagnetic conduction electron Pauli spin susceptibility, yielding a net small and often 





K/mol, and θ = -262 K. The negative Weiss temperature indicates antiferromagnetism at low 
temperatures. As mentioned, the Mn spins are antiferromagnetically ordered in MnSb layer in 
this temperature range, only the Mn in MnO layer contribute to the paramagnetism. Our value 
6.08 μB/f.u. is very close to the value of one Mn atoms per formula 5.92 μB with 𝜇 =
𝑔√𝑆(𝑆 + 1)𝜇𝐵where S=5/2, g = 2.   
7.4 Neutron Scattering Measurement of Ba2Mn3Sb2O2 Single Crystal 
Single crystal neutron diffraction measurements were performed at the HB-3A four-circle 
diffractometer at the High Flux Isotope Reactor at the Oak Ridge National Laboratory. The 
incident neutron has wavelength of 1.546 Å. A piece of plate-like (11.2 mg) crystal was used for 
single crystal structure and magnetic structure determination. The crystal was placed on an Al 
holder with strain-free mounting using UHV grease in an evacuated sample space. Two 
propagation vectors (0, 0, 0) and (1/2, 1/2, 0) were used at 6 K and 100 K to search the possible 
two distinct magnetic sublattice. Order parameter measurements along (101) with propagation 
vector (0, 0, 0) were performed in the range from 6 K to 350 K with both warming and cooling 
process. With the other propagation vector (0.5, 0.5, 0), the magnetic order parameter was 
measured from 6 K to 100 K. 
As shown in Figure 7-5(a), the intensity of the reflection (1 0 1) with propagation vector 
(0, 0, 0) is almost the same at 6 K and 100 K, then drops at 350 K, indicating a magnetic 
transition in this temperature range. Note that intensity at 350 K still remains. From Figure 
7-5(b), the temperature dependence of the magnetic order parameter suggests a second order 
transition at 313.9(1) K, obtained by the fitting I = I0(T – TN)
β
. The fitting parameter β is about 
0.329(3), which is much smaller than the 3D antiferromagnetic Heisenberg model. The 
decreasing with increasing temperature above TN implies there is also a nuclear reflection 
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contribution, though the magnetic reflection is dominant, as depicted in Figure 7-5(a). Similarly, 
there are both magnetic and nuclear reflections in (1 0 3) and (1 0 5), as shown in Figure 7-5(c) 
and (d). At 350 K, the intensities both remain relatively large values. Moreover, a shift of peak 
center towards smaller angle can also be observed compared to that at 6 K, exhibiting the 
thermal expansion effect. 






























































































(1 0 5) (d)
 
Figure 7-5 (a)(c)(d) Measurement of (1 0 1) (1 0 3) (1 0 5) reflections at 6 K, 100 K and 350 
K with the magnetic propagation vector (0, 0, 0). (b) Magnetic order parameter for (1 0 1), fitted 
by I = I0(T – TN)
β
.  
As indicated by magnetic susceptibility measurement, there may be a new magnetic 
ordering below 67 K. By choosing magnetic propagation vector (0.5, 0.5, 0), a new set of 
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magnetic reflections were obtained. As shown in Figure 7-6(a) (b) (c), there are magnetic 
reflections (1 0 1) (1 0 3) (1 0 5) at 6 K while the intensities almost vanish at 100 K. The 
magnetic order parameter measurement suggests there is a magnetic transition at 40(1) K. The 
fitting parameter is 0.46(4) which is larger than the value for propagation vector (0, 0, 0) but also 
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Figure 7-6 (a)(b)(c) Magnetic reflections for (1 0 1), (1 0 3) and (1 0 5) with magnetic 
propagation vector (0.5, 0.5, 0) at 6 K and 100 K, respectively. (d) Magnetic order parameter for 
(0.5, 0.5, 0) with propagation vector (0.5, 0.5, 0). 
The magnetic structure of Ba2Mn3Sb2O2 can be further revealed by the refinement of the 
diffraction data at 100 K and 6 K. The refinement result shows that Ba2Mn3Sb2O2 crystallize in 
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tetragonal space group I4/mmm with lattice parameters a = b = 4.367 Å and c = 20.78 Å, as 
shown in Table 7-2.  
Table 7-2 Crystal structures of Ba2Mn3Sb2O2 with the space group I4/mmm (no. 139) at 100 
K determined by single crystal neutron scattering at HB-3A. The lattice parameters are a = b = 
4.367 Å and c = 20.78. Å. RF = 5.98. χ
2
 = 3.98. 
atom x y z Uiso (Å
2
) 
Ba 0 0 0.41788(25) 0.56(24) 
Mn1 0 0 0 1.59(0.35) 
Mn2 0 1/2 1/4 0.45(0.28) 
Sb 0 0 0.16878(21) 0.52(21) 
O 0 1/2 0 0.82(19) 
 
Figure 7-7 shows the magnetic structures of Ba2Mn3Sb2O2 with two Mn sublattice. In 
Mn(2) sublattice, moments of Mn atoms have easy axis along c axis. Each of Mn atoms is 
antiferromagnetically orderred with its nearest neighbours, exhibiting G-type AFM. The moment 
obtained from refinement is 3.43(11) μB at 6 K. On the other hand, easy axis of Mn(1) moments 
is along ab plane which is perpendicular to that of Mn(2) moments. In each layer of Mn(1) 
sublattice, the moment of Mn atom is antiparallel to those of its four nearest neighbors. The 
obtained effective moment for Mn(1) is 3.55(5) μB, close to that of Mn(2).  Hence, Ba2Mn3Sb2O2 
has two Mn sublattice with similar magnitude of magnetic moments but in perpendicular 
directions.  Moreover, a broad magnetic peak (0.5, 0.5, 0) suggest that the magnetic correlations 
of Mn(1) could be short range. This is consistent with the previous result that β may imply two 




Figure 7-7 Demonstration of determined magnetic structure of (a) Mn(2) sublattice and (b) 
Mn(1) sublattice.  
In summary, Ba2Mn3Sb2O2 is a layered compound which has MnO layer and MnSb layer 
alternatively stacking along the c axis, separated by Ba layer. The Mn atoms at two different 
types of layer form two independent sublattice: Mn (1) in MnO layer is in magnetic order below 
40 K while Mn(2) in MnSb layer exhibits G type antiferromagnetism with TN = 314 K. The 
magnetic susceptility shows no anomaly around 314 K but a broad maximum at about 67 K. 





antiferromagnetism. Electrical resistivity of the compound shows metallic behavior. The Seebeck 
coefficient also has negative to positive transition at low temperatures. The magnitude of 
Seebeck coefficient is less than 5 μV/K from 5 K to 390 K. Thermal conductivity of the 




 Summary Chapter 8
Work for this dissertation sheds light on understanding the physical properties of a couple 
of layered transition metal compounds, including studies on thermoelectric, electrical and 
magnetic properties. High quality of single crystals of Bi2Sr2Co2O9, Sr3(Ru1-xMnx)2O7, PdCoO2, 
BaMn2Sb2 and Ba2Mn3Sb2O2 are grown by either floating zone method or flux method.  
The thermoelectric properties of single crystal and thin film Bi2Sr2Co2O9 are investigated. 
Although all films display non-metallic behavior, the high Seebeck coefficient and low thermal 
conductivity and metallic conduction seen in single crystals strongly suggest that it is possible to 
improve the thermoelectric performance when prepared in optimal condition.  
The electrical resistivity PdCoO2 shows metallic behavior with small magnitudes, only a 
few μΩ cm at room temperature. Strong anisotropy was observed between ab plane and c axis. 
At low temperatures, the resistivity has both electron-electron scattering and electron phonon 
coupling terms. At high temperatures, the resistivity shows linear temperature dependence, due 
to electron phonon coupling.  
The layered perovskite Sr3(Ru1-xMnx)2O7 was investigated for x = 0.025, 0.06 and 0.16. 
By Mn doping, a metal-insulator transition occurs with higher transition temperature at higher 
doping levels. The electrical resistivity remains low at room temperature. On the other hand, the 
Seebeck coefficient is enhanced by Mn doping, which can be attributed to the increased density 
of states due to narrowing of bandwidth. The thermal conductivity has almost the same value for 
crystal with different doping levels.  
BaMn2Sb2 crystallizes in the tetragonal ThCr2Si2 type structure, isostructural to the parent 
compound of Fe based superconductor BaFe2As2. However, there is no structural transition in 
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this compound. Single crystal Neutron scattering suggest G type antiferromagnetism with TN = 
443 K. There is no anomaly observed in specific heat measurement. The linear fitting of C(T)/T 
versus T
2





mol. Debye temperature estimated from β is θD = 207 K. At higher temperatures, the 
behavior of electrical resistivity agrees with semiconducting with a small band gap. The change 
of sign of Seebeck coefficient indicates the change of dominate carrier type. Thermal 
conductivity increases with decreasing temperature and have a phonon peak at around 60 K.  
Ba2Mn3Sb2O2 is another layered compound which has Cu-O type MnO layer and FeAs 
type MnSb layer alternative stacking along c axis, separated by Ba layer. The Mn atoms at two 
different type layers form two independent sublattice: Mn (1) in MnO layer is in magnetic order 
below 40 K while Mn(2) in MnSb layer exhibits G type antiferromagnetism with TN = 314 K. 
The magnetic susceptility shows no anomaly around 314 K but a broad maximum at about 67 K. 
By Curie-Weiss law, the fitting gives Weiss temperature θ = -262 K, correspoinding to 
antiferromagnetism. The electrical resistivity measurement suggest insulating ground state. On 
the other hand, at higher temperatures, the compound shows metallic behavior. The Seebeck 
coefficient also has negative to positive transition at low temperatures. The magnitude of 
Seebeck coefficient is less than 5 μV/K from 5 K to 390 K. Thermal conductivity of the 
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